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Description

TECHNICAL FIELD

The present invention relates to an information recording medium for recx}rding information signal containing pro-

gram data, audio information and video information, an information reproducing device for reproducing the information

recorded in the information recording medium and a method for reproducing the information.

BACKGROUND ART

A floppy disk and a CD-ROM (Compact Disk-Read Only Memory) are conventionally known as an information

recording medium for program data, audio information and video information. In particular, the CD-ROM is widely used
for the distribution of various softwares because of its large capacity of more than 600 MB and low production cost.

On the other hand, the promotion of high speed of a personal computer in recent years has increased the demand
for outputting video and audio data {hereinafter, referred to as AV data) on the personal computer. For example, a digital

data file where data is compressed by video image compression system called MPEG 1 (Moving Picture Experts
Group) is recorded on CD-ROM, and an application for distributing such a CD-ROM has been increasingly available.

However, since the MPEG 1 system generally compresses video data which requires a large capacity at a high com-
pression ratio, quality of video images is significantly degraded. Therefore, the MPEG 1 is unsuitable for use where high
quality in video images is required, such as movies or the like.

In recent years, development for recording high quality video data on an optical disk having a large capacity close

to 5 GB, using a higher performance video image compression system called MPEG 2 system has been pursued. Cap-
italizing on the large capacity, tiie optical disk called DVD (Digital Video Disk) can record high quality digital AV data for

two hours or more, and thus greatly expected as an AV data recording medium of the next generation. On the other
harxJ, the DVD is expected to allow for reproduction of high quality AV data on a personal computer by a DVD drive for

reproducing DVD in connection to the personal computer. In addition, tfie DVD is expected as an information recording

medium substituting for the CD-ROM as a medium for distributing calculator software.

However, when the DVD drive as a peripheral device of the personal computer is commercially available, digital

data recorded in the DVD is output to the personal computer, and easily copied on a rewriting type medium such as a
hard disk and an MO (Magneto-Optical Disk). Easy copying of the digital AV data causes problems such as illegal cop-
ying of the AV data recorded in the DVD without the permission of the copyright holder and distribution of altered AV
data. This makes it extremely difficult to protect the copyright. This brings about a disadvantage not only to the copyright

holder of the data, but also possibly to users in the case where the copyright holder sets the price in view of unauthor-
ized copies being made, or does not produce disks for fear of alteration of the data. Hereinafter, the problem described
above is referred to as a first problem.

On the other hand, as uses for the information recording medium where the AV data is recorded, a variety of uses
are considered. In some uses among these uses, the fad that the information recording medium can be reproduced in

any reproducing device causes a problem. In such a use, it is preferable to differentiate a reproducing device capable
of reproducing and a reproducing device incapable of reproducing. For example, for disks generally called "karaoke''

disks where video data including words corresponding to reproduced music is recorded, there exist two types of disks:

disks privately used in households (hereinafter, referred to as consumer disks) and disks used in a facility such as
where customers enjoy karaoke for a predetermined charge (hereinafter, referred to as industrial disks). Since the
industrial disks are produced under the premise tiiat they are supplied in a large quantity to limited users, they are sup-
plied at a low price. On the other hand, consumer disks are sold at a high price due to individual sale.

However, in the case where the industrial disks and the consumer disks have entirely tiie same format, there is a
possibility of selling the industrial disks as the consumer disks at low price in the consumer market. This prevents the

consumer disks from being disti-ibuted in a proper price in the market thus resulting in a disadvantage for disk manu-
facturers and users who purchase the consumer disks through the normal route. Therefore, it is desirable to differenti-

ate the reproducing device capable of reproducing the consumer disks from that capable of reproducing industrial disks
in such a use. For another example, a disk having the content which causes an ethical problem may be reproduced.
The criterion which determines whether or not the disk is ethical is varied from counti-y to country Therefore, a disk to

be reproduced in a certain country may not be desired to be reproduced in anotfier country. Therefore, a mechanism is

required which allows a disk which causes an ethical problem to be reproduced only in a specific country where the sale
thereof is permitted. As described above, there has been a problem that the reproducing device capable of reproduction
and the reproducing device incapable of reproduction cannot be differentiated depending on the use. Hereinafter, this

problem is referred to as a second problem.

As one means for solving the two aforementioned problems, there is a method of scrambling (encrypting) data to

be recorded in tiie information recording disk for recording. More specifically, regarding the first problem, at the time of
a copying operation in the personal computer, data scrambled based on a key is transmitted back, and a key for
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desaambling is nol transmitted back, thus preventing the copying operation (the copying operation is performed, but

since the descramWing is not effected, the copying operation makes no sense).

Furthermore, regarding the second problem, it is possible to classify a device capable of descrambling and a device

incapable of descrambling by producing disks which are differently scrambled depending on tiie contents of the disks.

Thus, the scrambling (encrypting) ot the recorded data is effective on the two aforementioned problems. However,

another problem is a method for descrambling data or how to specify a key for descrambling data.

As a first conventional example for encrypting in a data field, a system of recording an encrypting key in a main data

field of a sector different from an encrypted data sector was proposed in a CD-ROM in Figure 3 of Japanese Laid-Open

Patent Publication No. 7-249264. In this conventional example, data reproduction is realized by recording encrypted

data and an encrypting key thereof in the CD-ROIWI at the time of recording, and decrypting tiie encrypted data after

executing a reading command of the encrypting key from a personal computer to a reproducing device at the time of

reproducing. This method has an advantage in that tiie encrypting key can be easily changed.

Furthermore, as a second conventional example, as shown in Figure 3 of Japanese Laid Open Patent Publication

No. 7-85574, a system of recording an erx;rypting key in an area in a disk which the optical head of the reproducing

device does not scan was proposed. In this conventional example, since the encrypting key is prevented from being

read from a general personal computer, the encrypting key is not copied in a copying operation, and thus an illegal cop-

ying operation makes no sense.

However, since the encrypting key of the first conventional example is recorded in the main data field of the sector,

it is possible to easily read the encrypting key used at tiie time of recording the disk from a general personal computer.

Therefore, since users can read the encrypting key and the encrypted data, it is highly possible to decrypt the encrypt-

ing.

Furthermore, in tiie second conventional example, the encrypting key is recorded in the area which the optical head
of the reproducing device does not scan. In order to read the encrypting key, therefore, reading means dedicated to

reading the encrypting key is required, in addition to reading means for reading data from the data recorded area, thus

causing a problem.

The present invention has an objective of providing an information recording medium having a data structure which
ensures the prevention of the content recorded in the information recording medium from being illegally copied so as to

realize secured copyright protection, an information reproducing device capable of reproducing data from the informa-

tion recording medium without providing a special data reading means, and solving the first and second problenrs. and
a method for reproducing information.

DISCLOSURE OF THE INVENTION

An information recording medium according to the present invention includes a lead-in area and a data recording

area. Key information is recorded in the lead-in area. Scrambled data is recorded in the data recording area. The scram-
bled data is descrambled based on the key information.

According to another aspect of the invention, an information recording medium includes a lead-in area and a data

recording area. First key information is recorded in the lead-in area. Second key information and scrambled data are

recorded in the data recording area. The scrambled data is descrambled based on information obtained by converting

the second key information based on tiie first key information.

In one embodiment of the invention, the data recording area is divided into a plurality of sectors. Each of the plural-

ity of sectors includes a sector header field where information for identifying the sector is recorded and a main data field

where the scrambled data is recorded. The second key information is recorded in the sector header field.

In another embodiment of the invention, the second key information is encrypted by the first key information, and
the information is obtained by decrypting the encrypted second key information.

In still another embodiment of the invention, the first key information is encrypted by master key information.

In yet another embodiment of the invention, a plurality of first key information is recorded in the lead-in area, and
the plurality of first key information are encrypted by a plurality of different master key information.

In another embodiment of the invention, a scramble flag for indicating whether or not data recorded In the data
recording area is scrambled is further recorded in the information recording medium.

In still another emlxxiiment of the invention, the data recording area is divided into a plurality of sectors. Each of

the plurality of sectors includes a sector header field where information for identifying the sector is recorded and a main
data field where the scrambled data is recorded. The scramble flag is recorded in the sector header fiekJ.

In yet another emtxKliment of the invention, the data recording area Includes an area where a plurality of files are

recorded and a file management area where information for managing the plurality of files is recorded, and the scramble
flag is recorded in the file management area.

In another embodiment of the invention, mutual authentication key information for performing mutual authentication

between a reading device for reading the scrambled data and a decoding device including a descramble circuit for

desaambling tiie scrambled data is further recorded in the lead-in area.
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In still another embodiment of the invention, the information Is an initial value for generating a random nunri^er

sequence, and the scrambled data is descrambled by performing a logical operation to the random number sequence.

In yet another embodiment of the invention, the data recording area is divided into a plurality of sectors. Each of the

plurality of sectors includes a sector header field where infornnation for identifying the sector is recorded and a main
data field where the scrarrtted data is recorded^ Information for identifying use of the information recording medium is

recorded in the sector header field.

According to another aspect of the invention, an information reproducing device includes a reading circuit for read-
ing scrambled data and key information to be used for descrambling the scrannWed data from an information recording

medium; and an authentication drcuit for authenticating to transmit information corresponding to the key infomiation to

the decoding device before transmitting the scrambled data to the decoding device including a descramble circuit for

descrambling the scrambled data.

In one embodiment of the invention, the information recording medium includes a lead-in area and a data recording

area. Key information includes first key information recorded in the lead-in area and second key information recorded
in the data recording area.

According to another aspect of the invention, an information reproducing device includes an authentication circuit

for authenticating to receive information corresponding to key information from a reading device before receiving scram-
bled data from the reading device for reading the scrambled data and the key information to be used for descrambling
the scrambled data from an information recording medium; and a descramble circuit for descrambling tine scrambled
data received from the reading device.

In one embodiment of the invention, the information recording medium includes a lead-in area and a data recording

area. The key information includes first key information recorded in the lead-in area and second key information

recorded in the data recording area.

In anotiier embodiment of the invention, the descramble circuit descrambles the scrambled data based on informa-
tion obtained by converting the second key information based on the first key information.

According to another aspect of tiie invention, an information reproducing device includes a reading circuit for read-
ing scranrtled data and key information to be used for descrambling the scrambled data from an information recording
medium; a decoding section including a descramble circuit for descrambling tiie scrambled data; and an authentication

circuit for authenticating to transmit information corresponding to the key information to the decoding section before
transmitting tiie scrambled data to tfie decoding section.

In one embodiment of the invention, the information recording medium includes a lead-in area and a data recording
area. The key information includes first key information recorded in tiie lead-in area and second key information

recorded in the data recording area.

In another enribodiment of the invention, the descramble circuit descrambles the scrambled data based on informa-
tion obtained by converting tiie second key information based on the first key information.

In still another embodiment of the invention, a scramble flag for indicating whether or not data recorded in the data
recording area is scrambled is further recorded in the information recording medium. The information reproducing
device further includes a control circuit for controlling whether or not the authentication circuit is to be activated depend-
ing on the scramble flag.

In yet another embodiment of the invention, authentication by the authentication circuit is performed by using a pre-

determined function.

In another embodiment of the invention, authentication by the authentication circuit is performed by using informa-

tion changing over time.

In still another embodiment of the invention, the authentication circuit generates bus key information in the case
where authentication processing is normally ended, and encrypts tiie first key information and the second key informa-
tion using the bus key information.

In yet another embodiment of the invention, the authentication circuit decrypts the encrypted first key information

and the encrypted second key information encrypted using tiie bus key information.

According to another aspect of the invention, an information reproduction method for reproducing scrambled data
using a reading device for reading scrambled data and the key infomiation to be used for descrambling the scrambled
data from an information recording medium and a decoding device including a descramble circuit for descrambling the
scrambled data includes the steps of performing mutual authentication processing between the reading device and the
decoding device; generating bus key information common to the reading device and the decoding device in the case
where the mutual authentication processing is normally ended between the reading device and the decoding device;
encrypting the key information in accordance with the bus key information; and transmitting the encrypted key infomia-
tion from the reading device to the decoding device.

BRIEF DESCRIPTION OF THE DRAWINGS

Rgure 1 is a view showing a data structure of an information recording medium according to the present invention.
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Portions (a) and (b) of Rgure 2 are views showing the structure of scramble information recorded in a lead-in area
of the information recording medium shown In Rgure 1

.

Figure 3 is a view showing another data structure of an information recording medium according to the present
invention.

Figure 4 is a block diagram showing a structure of an information reproducing device according to the present
invention.

Figure 5 is a block diagram showing another structure of an information reproducing device according to the

present invention.

Figure 6 is a block diagram showing still another structure of an information reproducing device according to the
present invention.

Figure 7 is a block diagram showing yet another structure of an information reproducing device according to the
present invention.

Figure 8 is a block diagram showing another structure of an information reproducing device according to the
present invention.

Portions (a) to (c) of Figure 9 are views showing an exemplary scramble-processing method.
Portions (a) to (I) of Hgure 10 are views showing a data structure of an information recording medium according to

the present invention.

Portions (a) to (c) of Figure 1 1 are views showing a data structure of a directory recording in a volume-file manage-
ment area.

Portion (d) of Figure 11 is a view showing a data structure of a scramt>le information sector.

Portion (e) of Figure 1 1 is a view showing a data structure of a scrambled sector.

Portion (f) of Rgure 11 is a view showing a data structure of a non-scramble information sector.

Portions (a) to (c} of Figure 12 are views showing an exemplary scramble system.
Portions (a) to (c) of Figure 13 are views showing a data structure of a directory recording in a volume-file manage-

ment area.

Portion (d) of Figure 13 is a view showing a data structure of a scramble information sector.

Portion (e) of Figure 1 3 is a view showing a data structure of a scrambled sector.

Portion (f) of Rgure 13 is a view showing a data structure of a non-scrambled sector.

Figure 14 is a block diagram showing a structure of an information reproducing device 500 according to the present
invention.

Figure 15 is a block diagram showing a structure of an optical disk drive 509 included in the information reproducing
device 500.

Figure 1 6 is a block diagram showing a structure of an AV decoder card 507 included in the information reproducing
device 500.

Figure 17 is a block diagram showing a structure of an information reproducing device 800 according to the present
invention.

Figure 18 is a block diagram showing a structure of an SCSI control circuit incorporated AV decoder card 801
included in the information reproducing device 800.

Figure 19 is a block diagram showing a structure of an information reproducing device (optical disk player) 1000
according to the present invention.

Figure 20 is a block diagram showing a structure of a descramble circuit 1106.
Figure 21 is a flow chart showing a procedure of a descramble-processing executed by the descramble circuit

1106.

Figure 22 is a block diagram showing a structure of a descramble circuit 1308.
Figure 23 is a flow chart showing a procedure of a descramble-processing executed by the descramble circuit

1308.

Figure 24 is a block diagram showing a structure of a decoder authentication circuit 601

.

Figure 25 is a block diagram showing a structure of a drive authentication circuit 701

.

Figure 26 is a flow chart illustrating mutual authentication processing between tiie optical disk drive 509 and the AV
decoder card 507 or the SCSI control drcuit incorporated AV decoder card 801

.

BEST IVIODE FOR CARRYING OUT THE INVENTION

Hereinafter, the present invention will be described by way of embodiments with reference to the accompanying
drawings.

(Rrst Embodiment)

Figure 1 shows a data structure of an information recording medium according to the present invention. Hereinaf-
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ter, a disk will be described as an example of the information recording medium. However, the information recording

medium of the present invention Is not limited to the disk, but any Information recording mediums.

Generally. Information recording areas where some information is recorded on a disk are roughly classified into a
lead-in area where control information is mainly recorded and a data recording area where user data is recorded. In

s addition, the data recording area is generally partitioned into a unit referred to as a sector. Herein, a disk reproducing

device can directly access the lead-in area, but devices other than the disk reproducing device (e.g., a personal com-
puter} cannot access the lead-in area.

Each sector includes a header field where a sector ID (Identifier) for identifying the sector or the like is recorded, a
user data field where user data is recorded, and an ECC (Error Correction Code) field where a code for correcting rea-

10 dout errors at the time of reproduction is recorded. In this embodiment, the user data recorded in the user data field in

the sector is subjected to scramble-processing. Therefore, it is necessary to identify the scramble-processing method
which is performed with respect to the user data in order for the information reproducing device to correctly reproduce
the user data from the disk shown in Figure 1

.

In a predetermined location in the lead-in area of the disk in Figure 1 , information which determines a scramble-
rs processing method which is performed with respect to the user data (hereinafter, referred to as "scramble information"

in this specification) is recorded. The information reprodudng device reads the area where the scramble information is

recorded, interprets the scramble information and performs descramble-processing in accordance with the scramble
information with respect to the user data. Thus, it is possible to correctly reproduce the user data.

Hereinafter, an example of a scramble-processing method which is generally known will be described with refer-

20 ence to Figure 9.

Portion (a) of Figure 9 shows that one sector consists of a sector ID field, a user data field of 2048 bytes and an
ECC field. A data byte sequence Dq. D^, • • • and D2047 is recorded in the user data field. The data byte sequence Dq,
D.|, • • • and D2047 is obtained by a logical operation of a data byte sequence D'q. D'^ ,

• • • and D'2047 to be recorded
(before scramble-processing) and a random number sequence Sq, S^, • • • and 82047- example, the logical oper-

25 ation can be an exclusive logical sum. The random number sequence Sq. Si. • • • and S2047 is uniquely determined
by a supplied Initial value.

In order to obtain the random number sequence Sq. ,
• • • and S2047, based on a predetermined bit string in the

sector (e.g., three bits in the predetermined location in the sector ID), a table as shown in portion (b) of Figure 9 is

referred to. For example, in the case where the three bits in the predetermined location in the sector ID are (0, 0, 1).

30 100Fh is obtained as the initial value according to the table, and tine random number sequence Bq, B^, • • • and B2047
(corresponding to Sq. S^, • • • and S2047} is uniquely determined.

As a method for generating the random number sequence So. S-j, • • • and S2047 from the supplied initial value,

for example, a method of employing a shift register as shown in portion (c) of Figure 9 is known.
As a scramble-processing method, it is possible to employ other methods such as a method of replacing a prede-

35 termined bit in the byte sequence in the user data. The following description is made by taking the scramble-processing
method described with reference to Figure 9 as an example.

Figure 2 shows a structure of a saamble information recorded in a predetermined location in the lead-in area in the
disk shown in Figure 1

.

As shown in portion (a) of Figure 2, in this example, tiie scramble information is an klentifier for designating a table

40 for providing an initial value for a random number sequence to be used in scramble-processing, it is assumed that infor-

mation for spedfying the scramtrfe-processing method other tiian the table is previously defined.

For example, tiie content of tiie scramble information of (1, 0) indicates tiiat among four tables previously defined
as shown in portion (b) of Figure 2, table 2 is used for the scramble-processing. The information reproducing device has
a memory storing the four tables shown in portion (b) of Rgure 2, and switches the table to be used for descramble-

45 processing in accordance with the scramble information. Thus, it is possible to correctly execute the descramble-
processing with respect to the user data.

Rgure 3 shows anotiier data structure of the disk according to the present invention. An initial value table is directly

recorded in tiie lead-in area in the disk shown in Figure 3. The user data which is subjected to scramble-processing with

the random number sequence generated by using the initial value table is recorded in tfie data recording area in the
50 disk. Herein, it is assumed tiiat other parameters which the scramble-processing method shown in Figure 3 has are

uniquely determined in advance.

The information reproducing device reads the initial value table recorded in the lead-in area in tiie disk, and inter-

prets the initial value table. Thereafter, the information reproducing device sets a descramble-processing procedure in

accordance wrtii tfie initial value table, and descramWes the user data in accordance with the descramble-processing
55 procedure. Thus, it is possible to correctly reproduce the scrambled user data.

Furthermore, the disk can be reproduced by an information reproducing device which only has a specific descram-
ble-processing procedure, only in the case where tiie initial value table of the disk is matched with that of the information

reproducing device. It is impossible to correctiy reproduce in other cases than tiiat.

The embodiment described above has demonstrated a metiiod of changing the initial value table of the random

6
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number sequence in the scrannble-processing method shown in Figure 9. However, the scramble-processing method
shown in Figure 9 is not necessarily used, and a totally different saamble-processing method can be used. Further-

more, in the scramble-processing method shown in Rgure 9. a variety of parameters which can be changed exist, other

than the initial value table (e.g., how to select a bit string for reference to the initial value table and a structure of a shift

register for generating random numbers or the like). Thus, it is possible to supply an identifier to each of the changeable
parameters and a combination thereof.

As described above, according to the information recording medium of the present invention, it Is possible to

change the scramble-processing method depending on the use and whether or not copying is permitted. As a result,

illegal reproduction (e.g., reproduction of an industrial disk by a consumer disk reproducing device) and illegal copying
can be prevented.

(Second Embodiment)

Figure 4 shows a structure of an information reproducing device according to the present invention. The information

reproducing device includes a host computer 1 and a disk reproducing device 2 for reproducing data recorded in a disk

3.

The host computer 1 includes an interface section (I/F section) 4, an AV decoder 6 for decoding video information

so as to have a form in which the video information can be displayed, a video board 8 for supplying the video information

to a display device 7, a CPU 1 0 and an internal memory 1 1 such as a DRAM (Dynamic Random Access Memory). The
video board 8, the CPU 10 and the internal memory 11 are interconnected via a data bus 9. The output of the video
board 8 is connected to the display device (output device) 7. A hard disk drive 12 is connected to the interface section 4.

A disk reproducing device 2 includes an interface section 5; a data reproduction section 13 including a mechanism
for reading data from a disk 3, a signal processing circuit, a controller and the like; and a microprocessor 14 for control-

ling the disk reproducing device 2.

The host computer 1 and the disk reproducing device 2 are connected via the interface sections 4 and 5. For exam-
ple, the interface sections 4 and 5 can be connected by an existing interface such as an SCSI (Small Computer System
Interface), an ATARI (At Attachment Packet Interface) or the like, or a specially defined interface for its own.

The disk reproducing device 2 reads scramble information recorded in the lead-in area in the disk 3 at the time of

reset of the disk reproducing device 2 and at the time of replacement of the disk 3, interprets the scramble information

and sets a descramble-processing procedure in accordance with the scramble information in the data reproduction sec-
tion 13.

In order to display the user data recorded in the data recording area in the disk 3 in the output device 7, the host

connputer 1 issues a reproduction only command (hereinafter, referred to as a PLAY AV command) to the disk repro-

ducing device 2 via interface sections 4 and 5. In response to the PLAY AV command, the disk reproducing device 2
transmits the user data which is subjected to the descramble-processing in accordance with the scrant)Ie information

to the host computer 1,

The interface section 4 of the host computer 1 does not transmit the user data received from the disk reproducing
device 2 by using the PLAY AV command to the data bus 9, but only transmits to the AV decoder 6. Therefore, it is

impossible to record the user data obtained by using the PLAY AV command in a rewritable medium such as the hard
disk drive 1 2 connected to the host computer 1

.

The host computer 1 issues a data readout command (hereinafter, referred to as READ command) in the case
where it is necessary to record the user data recorded in the data recording area in the disk 3 to the hard disk drive 12
and the internal memory 1 1 . In response to the READ command, the disk reproducing device 2 determines whether or

not copying of the disk 3 is permitted, based on previously retained scramble information. The disk reproducing device
2 behaves differently depending on whether or not the scramble system specified by the scramble information is a type
whose copying is permitted.

In the case where the disk reproducing device 2 determines that copying of the disk 3 is permitted, correct user
data which has been subjected to the descramble-processing in accordance with the scramble information read from
the lead-in area in the disk 3. at the time of the start-up operation of the disk reproducing device 2, is transmitted to the
host computer 1 . On tine other hand, in the case where the disk reproducing device 2 determines that the copying of the
disk 3 is prohibited, erroneous user data which has been subjected to descramble-processing inconsistent with the

scramble information is transmitted to the host computer 1. Alternatively, it is possible to prevent the disk reproducing
device 2 from t-ansmitting back correct data to the host conputer 1 by conducting an error processing or the like. Thus,
illegal copying can be prevented.

There are a variety of methods for obtaining information whether or not copying of the disk 3 is permitted (herein-

after, referred to as copy permission information). For example, in the case where the copy permission information is

recorded in a predetermined area in the disk 3, the disk reproducing device 2 can read the copy permission information

from the predetermined area in the disk 3. Alternatively, in the case where tiie scramble-processing system is limited,

depending on the copy permission information, the copy permission information can be specified by the read scramble
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information.

Alternatively, the copy permission infonnation can be represented by a part of the scramble information. For exam-
ple, in the case where the scramble information consists of a plurality of bits, rt is possible to allow one bit of the plurality

of bits to represent the copy permission information. Thus, the scramble information can be used in order to definitively

5 differentiate the scramble system for data which is permitted to be copied from the scramble system for data which is

prohibited from being copied. Therefore, by reading the scramble information from the disk 3, it is possible to determine
whether or not copying is permitted. In the following description, copy permission information is represented by a part

of the scramble information,

Rgure 5 shows another structure of an information reproducing device according to the present invention. In the

10 information reproducing device in Figure 5, the AV decoder 6 and the interface section 4 which are independent from
each other in the host computer 1 in Figure 4 are integrated. The structure of other components is the same as that of

the information reprodudng device in Figure 4.

When a PLAY AV command is issued from the host computer 1, the user data having been subjected to the

descramble-processing in accordance with the scramble information is transmitted from the disk reproducing device 2
IS to the host computer 1 . The user data is AV-decoded by the AV decoder 6, and then directly input to the video board 8.

Other operations are the same as those in the information reproducing device in the embodiment described wrtii refer-

ence to Figure 4.

Rgure 6 shows another structure of the information reproducing device according to the present invention. The
information reproducing device in Rgure 6 includes an interface section 4b integrated with an AV decoder 6 and an

20 interface section 4a which is independent of the interface section 4b. The structure of other components is the same as
that of the information reproducing device in Rgure 5.

A PLAY AV command is only issued from the interface section 4b in the AV decoder 6. On the other hand, a READ
command is issued from the interface section 4a independent of the interface section 4b. Since the other operations
are the same as those in the information reproducing device in the embodiment described with reference to Figure 4.

25 the explanation will be omitted.

Rgure 7 shows another structure of the information reproducing device according to the present invention. In the
information reproducing device in Rgure 7, an AV decoder 6 for converting the form of data to a form in which ttie data
can be displayed is incorporated into tiie disk reproducing device 2. Therefore, it is not necessary to connect the disk
reproducing device 2 to the host computer 1

.

30 Hereinafter, the operation of the information reproducing device of this structure will be described. In tiie disk repro-

ducing device 2 in Rgure 7, a microprocessor 14 reads scramble information from the disk shown in Figure 1 , interprets

the scramble information and performs descramble-processing to the user data in accordance with the scramble infor-

mation. The user data having been subjected the descramble-processing is supplied to the AV decoder 6. The user
data is AV-decoded by tiie AV decoder 6, and outputs to the output device 7. Thus, it is possible to reproduce the user

35 data recorded in the disk 3.

However, in the case where scramble information, which is not preferable to be reproduced by the disk reproducing

device 2, is recorded on the disk 3, it is possible for the disk reprodudng device 2 not to perbrm correct reproduction.

For example, it is assumed tiiat the disk 3 is an industrial disk for use in Karaoke. In this case, in the case where the
disk 3 is mounted on a consumer disk reproducing device, it is possible to prevent the consumer disk reproducing

40 device from performing reproduction of tiie data recorded in the disk 3. This is because the consumer disk reproducing
device can determine from the scramble information recorded in the disk 3 whether or not the scramble-processing
method is used for the consumer disk. Thus, by restricting the scramble-processing method which can be used,
depending on the use of the disk 3, it is possible for the disk reproducing device 2 to determine whether or not the data
recorded in the disk 3 should be reproduced, based on the scramble information.

45 Furthermore, for a disk reproducing device which can perform only a specific descramble-processing, by producing
a disk where data is scrambled by a scramble method not corresponding to the descramble-processing is recorded, it

is possible to prevent the disk reproducing device from reproducing data recorded In the disk

Rgure 8 shows a structure of an information reproducing device according to the present invention. The information

reproducing device indudes a host computer 1 and a disk reprodudng device 11. The host computer 1 is not shown in

so Figure 8. The structure of the host computer 1 is the same as those of the host computers 1 in Figures 4 to 6.

The disk reproducing device 1 1 includes an interface section (IF section) 5, a data reproduction section 1 3 for read-
ing data recorded in the disk 3, a microprocessor 14 for controlling the disk reproducing device 1 1 , a descrannble circuit

section 1 5, a demodulation and error correction section 16, a ROM (Read Only Memory) 17 for storing a program which
is to be executed by the microprocessor 14 or the like, and a data processing RAM (Random Access Memory) 20. The

55 interface section 5, the data reproduction section 13, the microprocessor 14, the descramble circuit section 15, the
denxxiulation and error connection section 16 and the data processing RAM 20 are interconnected via an internal data
bus 19- The descranr*)le circuit section 15 indudes an initial value table storing memory 18.

The microprocessor 14 reads the scramble information from the disk 3 at the time of introduction of the power or
the replacement of the disk 3, and interprets the scramble information.
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In the case where the disk 3 has the data structure shown in Figure 2, the microprocessor 14 selects one Initial

value table from a plurality of initial value tatiles previously stored in the ROM 17 in accordance with the content of the

scramble information. The microprocessor 14 allows a selected initial value table to be stored in the initial value table

storing memory 18 in thedescramble circuit section 15. The initial value table storing memory 18 can be. for example.

5 a RAM. Alternatively in the case where the initial value table storing memory 18 is a ROM, a plurality of initial value

tables can be previously stored in the ROM.
When the host computer 1 issues a PLAY AV command, the PLAY AV command is input to the microprocessor 14

via the interface section 5 in the disk reproducing device 2. In response to the PLAY AV command, the microprocessor

14 instructs the descramble circuit section 15 so as to perform descramble-processing with respect to the scrambled
10 user data. The descramble circuit section 15 performs the descramble-processing in accordance with the initial value

table stored in the initial value table storing memory 18. The data having been subjected to the descramble-processing
is transmitted to the host computer 1 via the interface section 5. Thus, the data recorded in the disk 3 can be repro-

duced.

On the other hand, when tiie host computer 1 issues a READ command, the READ command is input to the micro-
is processor 14 via the interface section 5 in the disk reproducing device 11. At this time, the microprocessor 14 deter-

mines from the scrannble information previously read from the disk 3 whether or not copying is permitted in the scramble
system. In the case where the microprocessor determines tinat copying is prohibuted, an initial value table different from
the initial value table corresponding to the scramble infbmnation is set in the descramble circuit section 1 5. Alternatively,

the microprocessor 14 can transmit back an error to the host computer 1 witiiout setting the initial value table in the

20 desaamble circuit section 15. Thus, it is possible to prevent data recorded in the disk 3 from being reproduced.
Furthermore, in the case where the microprocessor 14 determines from the scramble information that copying is

permitted and in the case where the disk 3 has the data structure shown in Figure 3, the microprocessor 14 reads an
initial value table from tiie lead-in area in the disk 3, and allows the initial value table to be stored in tiie initial value table

storing memory 18 in the descramble circuit section 15. The initial value table storing memory 18 is rewritable memory
25 (e.g., an RAM). The description of other processings is omitted because they are the same as those in the case where

the disk 3 has the data structure shown in Rgure 2.

As described above, according to the information reproducing device of the present invention, it is possible to

change the descramble-processing method depending on the scramble information recorded in the information record-
ing medium. Thus, it is possible to correctly reproduce data scrambled by a plurality of kinds of different scramble-

30 processing methods.

Furthermore, according to the information reproducing device of the present invention, it is possible to determine
whether or not to reproduce the data recorded in the information recording medium depending on the scramble infor-

mation recorded in the information recording medium. As a result, illegal copying can be prevented, and thus the cop-
yright of tiie data recorded in tiie information recording medium can be protected.

35

(Third Embodiment)

Portion (a) of Figure 10 shows a data structure of an information recording medium according to the present inven-

tion. The information recording area where some data is recorded on the information recording medium includes a lead-
4o in area, a data recording area and a lead-out area. In the lead-in area, information necessary for the information repro-

ducing device to reproduce the information recording medium is recorded. In the data recording area, primarily, data
such as program data useful for tiie user and AV data is recorded.

Portion (b) of Figure 1 0 shows a data structure of a control data area recorded In the lead-in area. The control data
area includes a physical information sector and a scramble information sector. In the physical information sector, phys-

45 ical data of the disk such as a disk diameter, a disk structure, a recording density or the like are recorded. In the scram-
ble information sector, information on a scramble system which has been used on the data recorded in the data
recording area of the information recording medium or the like is recorded. The scramlMe information sector is referred

to in order for the information reproducing device to perform descramble-processing. The scramble information sector
will be descrtoed in detail with reference to the accompanying drawings later.

so Portion (c) of Figure 10 shows a data structure of a volume-file management area. In this embodiment, the data
structure of the volume-file management area is compliant witti International Standard Organization (ISO) 9660. The
ISO 9660 is adopted in CD-ROM (Compact Disk-Read Only memory).

The volume-file management area includes a volume descriptor, a path table and a directory record.

In the volume descriptor, the size of the volume space arxi information on recording location of the patfi table, infor-

55 mation on recording location of the directory record, information on disk production date or the like are recorded. In the
path table, a table which allows paths of all directories existing on the information recording medium to correspond to

the recording location information is recorded. In the directory record, information on an identifier of each director or file

(generally a directory titie or a file title), information on recording location of data, tiie size of the file, properties or the
like are recorded.
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Portion (d) of Figure 10 shows a further detailed data structure of the directory record. In a directory record for a
root directory, a property and an identifier of the root directory, a production date or the like are recorded. Furthermore,

in the directory record for the root directory (first sector), information on recording location of the directory is recorded.

In the directory record for the root directory (second sector), similar information is recorded. In addition, in a directory

5 record for file A, information on recording location of data of file A, a data lengtii, information on the identifier for the file,

a copyright managing identifier or the like are recorded. Thus, the plurality of directories form a hierarchy. The root direc-

tory is a directory located on the top of the hierarchy. This will de described in detail with reference to tiie acconrpanying

drawings later.

In the data recording area, a file which is scrambled and a file which is not scrambled are recorded. For example.
10 scrambled files A and C are scrambled files, and non-scrambled file B is a file which is not scrambled. It is preferable

that a file storing AV data whose copyright should be protected is a scrambled file.

Portion (e) of Figure 10 shows a data structure of the scrambled file A. The file A is partitioned into a plurality of

continuous sectors starting from a sector n. Data stored in each of the plurality of sectors is subjected to scramble-
processing. Hereinafter, in this specification, the sector storing data having been subjected to the scramble-processing

IS is referred to as "a scrambled sector".

Portion (f) of Figure 10 shows a data structure of the non-scrambled file B. The file B is partitioned into a plurality

of continuous sectors starting from a sector m. Data stored in each of the plurality of sectors is not subjected to the
scramble-processing. Hereinafter, in tiiis specification, the sector storing data not subjected to the scramble-processing
is referred to as "a non-scrambled sector".

20 Portions (a) to (c) of Figure 11 show a data structure of the directory record in the volume-file management area.

The directory record includes a directory record length, file recording location information, a file data length, a file iden-

tifier and copyright managing information.

The directory record length is information showing the size of the directory record of the file (or directory). The file

recording location information is information showing a location from which the sector having data of the file recorded
2S {hereinafter, referred to as an extent) starts. The file data length is information showing the number of sectors constitut-

ing the file. The file identifier is identification information for identifying the file (file titie). The copyright managing infor-

mation is information regarding the copyright management of the file.

The copyright managing information includes a scramble flag field and a scramble system field. In the scramble flag

field is recorded a flag for indicating whether or not data in tiie file has been subjected to the scramble-processing. In

30 the case where data in the file has been subjected to the scramble-processing, a flag having value 1 is recorded in the
scramble flag field. In the case where data in tiie file has not been subjected to the scramble-processing, a flag having
value 0 is recorded in the scramble flag fieW. Therefore, by referring to ttie scramble flag field, it can be determined
whether or not the data in the file has been subjected to the scramble-processing. In the scramble system fieW is

recorded an identifier for indicating a system of the scramble-processing which has been performed to the data in the
35 file. Therefore, by referring to the scramble system field, the scramble-processing which has been performed to the data

can be determined in a unit of file.

Hereinafter, referring to portions (d) to (f) of Figure 1 1 , an exemplary scramble system will be described. A scram-
ble system Wentifier corresponding to this scramble system is set as 1.

Portion (d) of Figure 11 shows a data structure of a scramble information sector recorded in a control data area in

40 a lead-in area. The scramble information sector includes a sector header field and a main data field.

The sector header field of the scramble information sector includes an address field where an identifier for tiie infor-

mation reprodudng device to identify tiie sector is recorded, a scramble system fieW where information for specifying

the scramble system performed to the information recording area (as described above, the scramble system of this

example is set as 1) is recorded, and a mutual authentication key field where a mutual autiientication key for use in

45 authentication processing for determining whether or not the information reproducing device should supply data sub-
jected to copyright protection to an apparatus requiring transfer of reproduction data (hereinafter, referred to as mutual
authentication processing). The mutual authentication processing will be described in detail later.

In the main data field of the scramble information sector is recorded a table for determining a random number
sequence to be used at tiie time of scramble-processing from a key for scrambling. Therefore, it is not until the informa-

50 tion reprodudng device uses the table recorded in the scramble information sector and the key for the scrambling that

descramble-processing can be performed. Hereinafter, the initial value for determining tiie random number sequence
is referred to as preset data.

Portion (e) of Rgure 1 1 shows a data structure of a scrambled sector in the data recording area. The sector header
field in the scrambled sector includes an address field, a scramble flag field where a flag for identifying whether or not

55 the scramble-processing has been performed to the main data field in the sector, a seed key field where tiie key used
.
at the time of scrambling (hereinafter, referred to as a seed key) is recorded, and a use identifying information field

where infonmation for identifying use of the file is recorded. In the scramble flag field is recorded value 1 indicating that

scramble-processing has been performed. In the seed key field is recorded a key to be used for descramble-processing
for the main data field. Furthermore, in the use identifying information field is recorded Information on the use of the
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recorded data such as industrial use or consumer use, and is recorded information indicating a reproduction restriction

in the case where the use of the information reproducing device is different from the use identifying information. Fur-

thermore, in the main data field is recorded data having been subjected to the scramble-processing determined by a
scramble system specified by the scranrble information sector in the lead-in area and the seed key in the sector header
field in the saambled sector. More specifically, a preset data is determined based on the value recorded in the seed key
field and referring to the table in the scramble information sector. Then, by using the random number sequence deter-

mined by the preset data, scramble/descramble-processing is possible. In the following desaiption. the seed key is the

same for every file.

On the other hand, the sector header in the non-scrambled sector includes an address field and a scramble flag

field. In the scramble flag field is recorded a value 0 indicating that the scranrtoleiarocessing has not been performed to

the main data field in the sector. Therefore, the information reproducing device can easily recognize that it is unneces-
sary to perform descramble-processing by detecting the value 0 in the scramble flag field.

Next, referring to Figure 12, an exemplary scramble system will be described.

Portion (a) of Figure 1 2 shows that, by performing a logical operation of data sequence Dj (j is an integer from 0 to

2047) of 8 bits and a random number sequence Sj of 8 bits generated based on a certain initial value, scrambled data
SDj is obtained. More specifically, a preset data of 15 bits determined by the scramble information sector recorded in

the lead-in area and the seed key in the sector header field in each sector is set in a shift register 301 , and an exclusive

OR of the most significant bits r^4 and r^o 's put to the bit 0 while shifting to the direction of most significant bits. Thus,
the random number sequence Sj is generated. Herein, the bit in the bit location Tq is input to a logical operation block
302 for every one t>it shift, and a value of 8 bits input to the logical operation block 302 for eight shifts is set as Sj. By
the logical operation {e.g.. exclusive OR or the like) of Sj obtained in this manner and recorded data of 8 bits, data SDj
after scrambling is obtained. When the size of the main data in one sector is 2048 bytes, scramble-processing in one
sector can be performed by repeating tiie aforementioned procedure 2048 times from SDq to SD2047-

Furthermore, portions (b) and (c) of Figure 12 show conversion from the scramble information sector to a table for

determining preset data. In the scramble information sector shown in portion (b) of Figure 12, four entries of the table

are recorded, and each entry consists of a set of a seed key and preset data. These sets are tabled to obtain the table

shown in portion (c) of Figure 12. For exanple, when the seed key recorded in the sector header is 01b (b means binary

nunnber), 0077h (h means hexadecimal number) as preset data is set in the shift register 301 in portion (a) of Rgure 12
as the initial value, and the aforementioned shift operation and the logical operation are performed. Thus, scram-
ble/descramble-processing becomes possible.

As described above, the information recording medium in tiiis embodiment enatrfes scrambling in a file unit. The
information recording medium in this embodiment has information whether or not scrambling has been performed as
copyright managing information in the file management area and In the scramble flag field in the sector header in a unit

of sector. TTiis enables a device such as a personal computer which only recognizes main data to recognize whether or
not scramble-processing has been performed, and enables a device such as an optical disk drive which cannot recog-
nize main data to recognize whether or not scramble-processing has been performed. Therefore, in the case where
data is to be reproduced by the optical disk drive connected to the personal computer, it is possible for both of the former
and the latter to determine whether or not the copyright of the data should be protected.

Furthermore, since in the information recording medium of this embodiment, different scramble-processing for

every file can be performed by changing the seed key. even if a scrannble method for one scrambled file is decrypted by
an illegal act, another scramfcrfed file can be prevented from being descrambled by tiie decrypted scramble system.
Thus, it is possible to enhance security in processing for copyright protection.

Furthermore, in the case where the information recording medium of this embodiment is used for the purpose of

copyright protection, tfie scramble information sector where scramble information indispensable to descrambling is

recorded exists in the lead-in area which cannot be read by an apparatus such as a personal computer. For tills reason,
the act of illegally reading the scramble information can advantageously be prevented. Furthermore, since the lead-in

area is reproducible by the same reproducing means as the data recording area, there is no need for providing a special
reprodudng means.

Furthermore, since information recorded in a unit of sector such as seed key, scramble flag, use identifying infor-

mation or the like are recorded in the sector header field which cannot be read by an apparatus such as a personal com-
puter, as in the case of recording the scramble information in the lead-in area described above, the act of illegally

reading tfie information can advantageously be prevented.

Furtiiermore, since the use identifying information is recorded in the sector header field, it is possible to determine
depending on tfie content of the recorded data whether the reproducing device should perform reproduction or prohibit

reproduction. Therefore, for example, by recording different identifiers between an irxiustrial disk and a consumer disk
in this area, the industrial disk can be prevented from being reproduced by a consumer reproducing device.

Furthermore, by recording a mutual autfientication key for use in mutual authentication processing, the reproducing
device can change data received and transmitted at the mutual authentication operation for every nrxitual authentication
key. Thus, tiie processing method for the mutual authentication processing can be advantageously prevented from
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being illegally decrypted. Therefore, it is possible to prevent the act of illegally copying to a magnetic disk drive or the

like.

In this embodiment, the volume-file structure is based on ISO9660, which is the international standard, but K is not

limited thereto, and another volume-file structure can be used, as long as the volume-file structure has the information

described above.

In this embodiment, the scramble system uses the logical operation of random numbers and data, but it is not lim-

ited thereto, and another scramble system can be used, as long as the scramble system has a table and a seed key for

referring to the table.

In this embodiment, a table for determining preset data is recorded in the lead-in area, but it is not limited thereto,

and another parameter can be used, as long as the parameter can detennine the table. An identifier for specifying one
table among a plurality of previously known tables can be recorded.

In this embodiment, an information recording area for identifying the use as the use identifying infornr\ation field Is

provided in the sector header field in the scrambled sector. However, it is not necessary that the filed is definitely iso-

lated, but the use can be classified by a value of the seed key
In this embodiment, in the scrambled sector, alj 2048 bytes in the main data field are subjected to the scramble-

processing. However, the saamble-processing is not necessarily performed to the entire main data field, but can be
performed to a predetermined part of the field.

(Fourth Embodiment)

Next, another data structure of the information recording medium according to the present invention will be
described. The data structure of the information recording medium is the same as the information recording medium
shown in Figure 10. Hereinafter, only the different points from the data structure shown in Figure 10 will be described.

Portions (a) to (c) of Figure 13 show a data structure of a directory record recorded in the volume-file management
area. In the scramble system field in the copyright managing information of the directory record is recorded a value 2
indicating a scramble system v\4iich will be described in this embodiment.

Portion (e) of Figure 13 shows a data structure of the scrambled sector. The sector header field in the scrambled
sector indudes an address field, a scramble flag field, a media CGMS (Copy Generation Management System) data
field, an encrypted original CGMS data field, an encrypted titie key field and an encrypted use identifying information

field.

In the scramble flag field is recorded a value 1 indicating that the scramble-processing has been performed.
In the media CGMS data field is recorded copy permission information of the information recording medium. In the

encrypting original CGMS data field is recorded copy permission information of most original data, in the case where
data of this sector is copied from another medium. Herein, the media CGMS data represents copy permission informa-

tion of the data of the information recording medium. The media CGMS data is updated at the time of a copy operation.

The original CGMS data represents copy permission information at the time of disk production. Since the original

CGMS data is encrypted, it is copied as it is at the time of a copy operation. Table 1 shows the definition of tfie media
CGMS data and the original CGMS data.

Table 1

Media CGMS data/Origi-

nal CGMS data

Content

00b Copying permitted

01b Unused

10b One copying permitted

11b Copying prohibited

Referring to Table 1 , for example, when the media CGMS data is 1 1 b and the original CGMS data is 1 0b, rt should
be determined that the data in the sector is originally in the state where only one copy is permitted (media CGMS data
and original CGMS data are bo\h 01b), and tiie media CGMS data is changed to 1 lb which means copying prohibition

by having already conducted one copy operation. Hereinafter, tiie media CGMS data and the original CGMS data in

combination are refen-ed to as CGMS control information.

In the encrypted titie key field is recorded a key for descrambling the scramble-processing performed to the main
data field.
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In the encrypted use identifying information field is recorded identification information for specifying the use. The
encrypted original CGMS data field, the encrypted title key field and the encrypted uses identification infomiation field

are all subjected to encrypting processing, and information cannot be read simply by reading the sector header field.

The encrypted data has been encrypted using an encrypted disk key recorded in the sector h^der field in the lead-in

area of the information recording medium. Therefore, in order to decrypt the encrypted information in the scramble infor-

mation sector header field, the encrypted disk key is required.

Portion (d) of Rgure 13 shows a data structure of the scramble information sector. In the following description, in

order to definitely differentiate encrypted data and data whose code is decrypted, the encrypted data is denominated
with "encrypted", and tiie data whose code is decrypted is denominated with "decrypted". For example, data obtained
by encrypting the title key is refen^ed to as an "encrypted titie key", and data obtained by decrypting the encrypted title

key is referred to as a "decrypted titie key".

The scramble irrfomiation sector is recorded in the control data area in the lead-in area.

In the sector header field in the scramble information sector is recorded a value 2 indicating that the scramble sys-

tem is this type of scramble system. Furthernrx)re, in the mutual authentication key field is recorded an mutual authen-
tication key for use in mutual authentication processing for determining whether or not data after descrambling is to be
supplied. This mutual authentication key will be described in detail later in an embodiment of an information reproducing
device.

In tile main data field in the scramble information sector is recorded an encrypted original CGMS data, an
encrypted titie key, and an encrypted disk key for decrypting an encrypted use identifying information of the scrambled
sector. The encrypted disk key is further encrypted, and the key for decrypting the encrypted disk key (hereinafter,

referred to as a master key) is provided by the information reproducing device.

In the main data field in the scramtsle information sector is recorded a plurality of encrypted disk keys such as
encrypted disk key 1 , encrypted disk key 2. • • •

. The encrypted disk key is encrypted by a corresponding master key
in such a manner that the encrypted disk key 1 , the encrypted disk key 2, • • • are encrypted by the master key 1 , the
master key 2, • • •

, respectively. Herein, the encrypted disk key 1, the encrypted disk key 2, • • • are obtained by
encrypting the same disk key information by different mater keys. Therefore, in the case where an information repro-
ducing device A internally includes the master key 1 and another information reproducing device B internally includes

the master key 2, the information reproducing device A decrypts the encrypted disk key 1 and the information reproduc-
ing device B decrypts the encrypted disk key 2, thus obtaining a decrypted disk key having the same content.

Portion (f) of Rgure 13 shows a data sti-ucture of the non-scrambled sector. In the scrambled sector flag field is

recorded a value 0. TTie data recorded in the main data field is not subjected to scramble-processing. This indicates that

the same data access as a conventional intornriation recording disk is possible.

As described above, in the information recording medium in this embodiment, data reproduction is possible by
exactly the same access as the conventional device for reproduction of the non-scrambled sector. On the other hand,
in order to perform reproduction of the scrambled sector, the information reproducing device having the master key
reads the scramble information sector in the lead-in area and decrypts the encrypted disk key by the master key, and
further decrypts the encrypted titie key of the sector header in the scrambled sector using the decrypted disk key, and
performs descramble-processing of the scrambled data using the decrypted titie key. Thus, data can be reproduced.

Hereinafter, the case where the scramble system described in the third embodiment is used as an example of the

scramble system will be described. In the third embodiment, preset data is generated by using a conversion table. In

the information recording medium in this embodiment, when an initial value for random number generation is encrypted
and recorded in tiie encrypted titie key fieW. scramble-processing of data can be easily performed by using the shift reg-
ister 301 and the logical operation block 302 in portion (a) of Rgure 1 2. More specif ically, the decrypted titie key is used
as an initial value of the shift register 302, and the shift is repeated so that a random number secjuence Sj is generated.
Then, the logical operation of the random number sequence Sj and the data sequence Dj is performed, so that scram-
ble-processing can be performed. Furthermore, descrambling of data can also be performed by using the shift register

301 in portion (a) of Figure 12.

As described above, the information recording medium in this embodiment enables scrambling in a file unit. In addi-

tion, the information recording medium in this embodiment has information whether or not scrambling is performed as
copyright managing information in tiie file management area and in the scramble flag field in the sector header in a unit

of sector. This enables a device such as a personal computer which only recognizes main data to recognize whether or

not scramble-processing is performed, and enables a device such as an optical disk drive which cannot recognize main
data to recognize whether or not scramble-processing is performed. Therefore, in the case where data is to be repro-

duced by the optical disk drive connected to the personal computer, both of the former and the latter can determine
whether or not the copyright of the data should be protected.

Furthermore, since in the information recording medium of this embodiment, different scramble-processing for

every file can be performed by changing the titie key. even if a scramble mettiod for one scrambled file is decrypted by
an illegal act. another scrambled file can be prevented from being descrambled by the decrypted scramble system.
Thus, it is possible to enhance security in processing for copyright protection.
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Furthermore, in the case where the information recording medium of this embodiment is used for the purpose of

copyright protection, the scramble information sector where scramble information indispensable to descrambling
recorded exists in the lead-in area which cannot be read by an apparatus such as a personal computer. For this reason,

the act of illegally reading the scramble information can advantageously be prevented. Furthermore, since the lead-in

area is reproducible by the same reproducing means as the data recording area, there is no need for providing a special

reproducing means.

Furthermore, since the scramble flag, the CGMS control information, the encrypted title key and the encrypted use
identifying information, which are recorded in a unit of sector, are recorded in the sector header field which cannot be
read by an apparatus such as a personal computer, as in the case of recording the scramble information in the lead-in

area described above, the act of illegally reading the information can advantageously be prevented.

Furthermore, since the use identifying information is recorded in the sector header field, it is possible to determine
deperxfing on the content of the recorded data whether the reprodudng device should perform reproduction or prohibit

reproduction. Therefore, for example, by recording different identifiers between an industrial disk and a consumer disk
in this area, the industrial disk can be prevented from being reproduced by a consumer reproducing device.

Furthermore, by recording a mutual authentication key for use in mutual authentication processing, the reproducing

device can change data received and transmitted at the mutual authentication operation for every mutual authentication

key. Thus, the processing method for the mutual authentication processing can be advantageously prevented from
being illegally decrypted. Therefore, it is possitrfe to prevent the act of illegally copying to a magnetic disk drive or tiie

like.

Furthermore, in the information recording medium in this embodiment, a hierarchical encrypting/scramble-process-
ing is performed in such a manner that the main data in the scrambled sector is encrypted by the titie key, the title key
is encrypted by the disk key, and the disk key is encrypted by the master key For this reason, even if the main data in

the scrambled sector is illegally copied, descrambling can be prevented, so that the illegal copying makes no sense.
Furthermore, since the CGMS control information is recorded, even if a file is copied from the information recording

medium in this embodiment to another rewritable medium, it is possible to determine whether copying was illegal or

legal.

In this embodiment, the scramble-processing is performed by the logical operation of data and the random number
obtained by using the title key as the initial value. However, the scramble system is not limited thereto, but another
scramble system can be used, as long as the system scrambles data in accordance with a specified key.

In this embodiment, the volume-file structure is based on ISO9660, which is the international standard, but it is not
limited thereto, and another volume-file structure can be used, as long as the copyright managing information equiva-
lent to the content described in this embodiment can be recorded in the volume-file structure.

In this embodiment, in the scrambled sector, all data in the sector is scrambled. However, the entire main data in

the sector is not necessarily scrambled, but a part of the main data can be scrarrt^ted.

In this embodiment, in the scrambled file, all sectors constituting the file are subjected to the scramble-processing.
However, a part of sector in the scramt)led file can be subjected to the scramble-pjrocessing.

In this embodiment, the CGMS control infornrtation uses three types, i.e., one copying permitted, copying prohibi-

tion, and copying permitted, but information on two copies permitted, three copies permitted or tiie like can be recorded
by exterxling allocated bits.

The scramble method of the main data described in this embodiment is only an exannple, and the scramble method
is not limited thereto. Another method can be used, as long as scramble-processing is performed based on certain key
information (titie key in this embodiment).

(Fifth EmtKxiiment)

Hereinafter, an information reproducing device for reproducing the information recording medium according to the
present inverttion will be described with reference to the accompanying drawings. The information reproducing device
is a device which can commonly reproduce the third and fourth embodiments of the information recording mediums,
unless mentioned otherwise. Therefore, although an operation for reproducing the fourth embodiment of the information
recording medium will be described below as an example, the third embodiment of the information recording medium
can be processed in the same manner by substituting the seed key field for tiie encrypted titie disk key, and substituting

the preset data conversion table for the encrypted disk key of the scramble information sector.

Rgure 14 is a block diagram showing an information reproducing device 500 according to the present invention.

The information reproducing device 500 includes a main processor 501, a bus interface circuit 503, a main memory
504, a SCSI (Small Computer System Interface) control card 506 for controlling a protocol determined by an SCSI, an
AV decoder card 507 for extending compressed digital AV data to convert into an analog AV data and output the analog
AV data, an optical disk drive 509 for reproducing the information recording medium of the present invention, and a hard
disk drive 510.

The main processor 501 , the bus interface circuit 503 and the main memory 504 are interconnected via the proc-
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essor bus 502. The bus interface circurt 503, the SCSI control card 506 and the AV decoder card 507 are Intercon-

nected via a system bus 505. The SCSI control card 506. the optical disk drive 509 and the hard disk drive 510 are

interconnected via a SCSI bus.

Next a reproduction operation of an AV file by the infonmation reproducing device 500 will be described.

5 When an optical disk is mounted on the optical disk drive 509, the main processor 501 reads a volume-file man-
agement area in the optical disk via the SCSI control card 506, and the main memory 504 stores the volume-file man-
agement area (hereinafter, data in the stored volume-file management area is referred to as file managing information).

The main processor 501 performs processing where the AV decoder card 507 and the optical disk drive 509 deter-

mine therebetween whether or not the other component has a copyright protection function (hereinafter, referred to as
10 mutual authentication processing). During this processing, in the case where either one of the two components detects

an error, the mutual authentication processing is regarded as having failed, and subsequent procedure is cancelled. On
the other hand, in the case where the mutual authentication processing is normally ended, the optical disk drive 509
transmits the encrypted disk key of the mounted disk to the AV decoder card 507. At this time, the optical disk drive 509
further supplies an encrypted disk key obtained by encrypting based on a key generated during the mutual authentica-

15 tion processing (hereinafter, referred to as a bus key) at the time of outputting the encrypted disk key. The AV decoder
card 507 internally retains the received encrypted disk key after decrypting it witii the bus key.

Thereafter, in the case where a file recorded in the optical disk is to be reproduced, the main processor 501 refers

to a scramble flag of copyright managing information in the file managing information previously stored in the main
memory 504, and determines whetiier or not the file to be reproduced is a scrambled file. As a result of the determina-

te tion, when it is determined that the file to be reproduced is an unscrambled file, the optical disk drive 509 receives a
reproduction instruction from the main processor 501 via the SCSI control card 506. and ti-ansfers non-scrambled data.

On the other hand, if the main processor 501 determines based on the scramble flag of the file managing information

that the file to be reproduced is a scrambled file, the mutual authentication processing between the opticcil disk drive

509 and the AV decoder card 507 is executed.

25 When the main processor 501 detects an enror during the mutual authentication processing, the processing is can-
celled without performing reproduction processing. On the other hand, in the case where the mutual authentication

processing is normally ended, tiie optical disk drive 509 transmits back the encrypted titie key, prior to reproduction of

data, and the encrypted titie key is transferred to the AV decoder card 507 by the main processor 501 . At this time, the
optical disk drive 509 transfers the encrypted titie key which is encrypted by the bus key previously retained. Further-

30 more, the AV decoder card 507 internally stores the received encrypted title key after decrypting it by the bus key.

Thereafter, the optical disk drive 509 supplies scrambled data read from the mounted disk, and the microprocessor
501 ti-ansfers the scrambled data to tiie AV decoder card 507. The AV decoder card 507 descrambtes the scrambled
data using the titie key already stored therein, and converts it to analog AV data to output an analog signal from a video
output and an audio output. As described above, the information reproducing device 500 can reproduce the information

35 recording medium of the present invention.

As for a copy operation of a scrambled file from the optical disk drive 509 to ttie hard disk drive 51 0, since the hard
disk drive 510 cannot execute the mutual authentication processing, the mutual authentication is put to an error end.
Therefore, tfie processing is cancelled before the optical disk drive 509 supplies data to tiie SCSI bus, and thus the copy
operation is not executed.

40 Furthermore, if a program for illegally copying a scrambled file read by the optical disk drive 509 to the hard disk
drive 510 is loaded to the main memory 504, the mutual authentication processing is normally ended in a certain form,

and then tiie transferred scrambled data is copied in the hard disk drive 510, the scrambled data is copied in tiie hard
disk drive 510. However, tiie mutual autfientication processing between the hard disk drive 510 and the AV decoder
card 507 is required once again, in order to reproduce data copied in the hard disk drive 510. In this case, since tiie

45 hard disk drive 510 does not have means for generating a bus key, it is inposslble ttiat the scrambled file on tiie hard
disk drive 51 0 is reproduced by tiie AV decoder card 507.

Therefore, even if illegal copying Is made, the copy operation can make no sense. As a result, a copyright protection

mechanism can be realized.

Hereinafter, furtiier detailed structures and operations of the optical disk drive 509 and the AV decoder card 507.
50 which are components of the information reproducing device 500, will be described with reference to Figures 15 and

16, respectively.

Figure 15 is a block diagram showing the structure of the optical disk drive 509. The structure thereof will be
described below. Reference numeral 600 denotes an SCSI control circuit Reference numeral 601 denotes a decoder
authentication circuit for performing a mutual authentication processing with an AV decoder. Reference numeral 602

55 denotes a microcontroller for controlling the entire optical disk drive. Reference numeral 603 denotes a program ROM
storing an operation program of the microcontroller. Reference numeral 604 denotes a control bus for transmitting con-
trol data. Reference numeral 605 denotes an ECC (Error Correction Code) processing memory used at the time of error

correction processing for correction a readout error at the time of reproducing data. Reference numeral 606 denotes a
data reproducing circuit for reading data from the optical disk 607, digitalizing. demodulation, en-or correction process-
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ing or the like. Reference numeral 607 denotes an infornnation recording medium of the present invention and an optical

disk having the data structure shown in the third embodiment and the fourth embodiment
Next, the operation of the optical disk drive 509 at the time of mutual authentication processing and at the time of

reproducing data wilt be described.

TTie optical diskdrrve 509 which received a mutual authentication request by the SCSI control drojit 600 controls

the decoder authentication circuit 601 so as to execute a predetermined mutual authentication processing. Since the

protocol will be described in detail later, it is onnitted here. In the protocol for the mutual authentication processing, in

the case where the microcontroller 602 detects some error, the SCSI control circuit 600 reports an error and the mutual
authentication processing and a subsequent key information transfer operation are cancelled. In the case the mutual
authentication processing is normally ended, a bus key which is determined at the mutual authentication processing is

stored in the decoder authentication circuit 601

.

In the mutual authentication processing at the time of disk replacement and reset following the mutual authentica-

tion processing, a read request of an encrypted disk key is issued to the optical disk drive 509. At this time, the optical

disk drive 509 controls the data reproducing circuit 606, so as to read an encrypted disk key information from the optical

disk 607, and further supplies an encrypted disk key encrypted using the bus key already retained in the decoder
authentication drcuit 601 out from tiie SCSI control circuit 600. On tiie other hand, in the case of tiie mutual authenti-

cation processing at the time of reprodudng a scramtrfed file, following a normal end of the mutual processing, the opti-

cal disk drive 509 receives a readout information of an encrypted titie key. At this time, the optical disk drive 509 controls

the data reprodudng circuit 606 so as to read an encrypted titie key information from the optical disk 607, and data hav-
ing been encrypted using the bus key already retained in tiie decoder authentication circuit 601 is supplied out from the
SCSI confa-ol drcuit 600.

In response to a reproduction request of a file data issued thereafter, the optical disk drive 509 supplies out scram-
bled data read from the optical disk 607 from the SCSI control circuit 600. This is the end of the description of the optical

disk drive 509.

Although the optical disk drive 509 in tills embodiment receives a transfer request of an encrypted disk key, and
then reproduces an encrypted disk key field of the optical disk 607, the optical disk drive 509 can read it at the time of

mounting the optical disk 607, and internally retains it.

Next, the staicture and the operation of the AV decoder card will be described with reference to Figure 1 6.

Rgure 16 is a block diagram showing tiie structure of the AV decoder card 507. The components thereof will be
described below. Reference numeral 700 denotes a system interface drcuit for controlling reception artd tiansmission
of information with a system bus. Reference numeral 701 denotes a drive authentication circuit for performing mutual
authentication processing with the optical dick drive 509. Reference numeral 702 denotes a microconti-oller for control-

ling the entire AV decoder card 507. Reference numeral 703 denotes a program ROM where an operation program of

the microconti-oller 702 Is stored. Reference numeral 704 denotes a control bus for fansmitting control information. Ref-

erence numeral 705 denotes a descramble circuit for descramWing scrambled data. Reference numeral 706 denotes
an audio/video decoder circuit for extending compressed AV digital data and converting it to an analog AV data. Refer-

ence numeral 707 denotes an audio/video decoding memory, an operating memory, which the audio/video decoder dr-
cuit 706 uses for data conversion.

Next, the operation of the AV decoder card 507 at the time of mutual authentication processing and scrambled file

reproduction will be described.

Rrst, at the time of mutual authentication processing at the time of reset and media replacement, the microcontrol-
ler 702 conti-ols tine drive authentication circuit 701 so as to execute mutual authentication processing with the optical

disk drive 509 in accordance with a predetermined protocol. In the case where the drive authentication circuit 701
detects an error at the time of mutual authentication processing, the error is reported via the system interface circuit

700. and the processing is cancelled. On the otiier hand, in the case where the mutual authentication processing is nor-

mally ended, the drive authentication drcuit 701 internally retains a bus key determined in tiie mutual authentication

processing.

Furtiiennore, the AV decoder card 507 receives an encrypted disk key from tiie system interface drcuit 700. Since
the received encrypted disk key has been encrypted witii tiie bus key in tiie optical disk drive 509, the AV decoder card
507 decrypts the encrypted disk key witii the bus key already retained in the drive authentication drcuit 701 , and then
transfers it to tiie descramble circuit 705. The descramble circuit 705 internally stores tiie received encrypted disk key

On tiie other hand, at the time of reproducing a scrambled tile, prior to the reproduction of the file, the mutual
authentication processing with the optical disk drive 509 is executed once again. Here, again, in the case where an error

occurs in the mutual authentication processing, the mutual auttientication processing and the subsequent file reproduc-
tion operation are cancelled. In the case where the mutual authentication processing is normally ended without any
error, the AV decoder card 507 receives an encrypted titie key via tiie system interface circuit 700. Since the encrypted
titie key has been further encrypted with the bus key in tiie optical disk drive 509, the encrypted titie key is decrypted
witii the bus key retained in the drive authentication circuit 701 , and transfers tiie result to the descrant)le circuit 705.
The descramble circuit 705 internally stores the received encrypted title key
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Thereafter, scrambled data of the scrambled file received from the system interface circuit 700 is transferred to the
descramble circuit 705 as it is, and is subjected to descramble-processing based on the title key alr^dy retained and
transferred to the audio/video decoder circuit 706 so as to be converted to an analog AV signal and output.

As desCTibed above, according to the information reproducing device 500 of this embodiment, the optical disk drive

509 includes the decoder authentication circuit 601 , and the AV decoder card 507 includes the drive authentication cir-

cuit 701
.
For this reason, key information is not supplied to an apparatus which has an objective of illegally copying a

file. TTius, even if data of a scrambled file is illegally copied, copied data makes no sense by not supplying the key infor-

mation for executing descrambling. Therefore, an effect of protecting copyright of the file is provided.

According to the information reproducing device of this embodiment, since the AV decoder card 507 intemaliy has
the descramble circuit 705 for performing descramble-processing depending on the key information, rt is possible to

descramble the scrambled data for reproduction.

In this embodiment an SCSI bus is used for the bus connected to the optical disk drive 509. However, the bus is

not limited thereto, and a bus compliant with ATARI (AT Attachment Packet Interface) or IEEE 1394 (Institute of Electri-

cal and Electronics Engineers 1394) can be used, as long as reproduction data can be transferred in accordance with

a predetermined protocol.

In this embodiment, the function of the decoder authentication circuit 601 and the function of the drive authentica-
tion drcuit 701 can be realized by a software executed by the microcontrollers 602 and 702.

(Sixth Embodiment)

Next, an information reproducing device 800 according to the present invention will be described.

Figure 17 is a block diagram showing the structure of the information reproducing device 800 according to the
present invention. The structure of the information reproducing device 800 is the same as that of the information repro-
ducing device 500 shown in Figure 14, except that an SCSI control circuit for performing communication compliant with
the SCSI system is incorporated into an AV decoder card 801 . Therefore, the same components bears the same refer-

ence numerals, and the desaiption thereof is omitted.

Next the operation of the information reproducing device 800 will be described.

Since the SCSI control circuit incorporated AV decoder card 801 internally includes the SCSI control circuit, when
a scrambled file reproduction request of the optical disk drive 509 is issued from the main processor 501 , the mutual
authentication processing between the SCSI control circuit incorporated AV decoder card 801 and tiie optical disk drive

509 is directly executed. More specifically, the SCSI control circuit incorporated AV decoder card 801 issues a com-
mand sequence for mutual authentication to the optical disk drive 509, the optical disk drive 509 responds to the com-
mand. In this manner, the mutual authentication processing is performed.

Furthermore, likewise in an operation of reproducing data, it is the SCSI control circuit incorporated AV decoder
card 801 that makes a reproduction request to the optical disk drive 509, not the main processor 501 . Therefore, data
read by the optical disk drive 509 is directiy input to the SCSI control circuit incorporated AV decoder card 801 and con-
verted to an analog AV signal and output.

Figure 18 is a block diagram showing the structure the SCSI control circuit incorporated AV decoder card 801.
Hereinafter, only different points from tiie structure of the AV decoder card 507 shown in Figure 16 will be described.

Reference numeral 900 denotes a SCSI control drcuit for controlling reception and transmission of data with an
SCSI bus. Reference numeral 901 denotes a program ROM where a program to be executed by tiie microcontroller is

stored.

When a reproduction request for a scrambled file is input to the system interface drcuit 700. the microcontroller 702
controls the drive autfientication drcuit 701 and the SCSI control drcuit 900 so as to execute the mutual autiientication

processing with the optical disk drive 509. At this time, in a mutual authentication protocol, a command is directiy issued
from the SCSI control drcuit 900 to the optical disk drive 509. Furtiiernr>ore. the microcontroller 702 controls the drive

authentication drcuit 701 in accordance with the nrutual authentication protocol so as to perform nrxitual authentication
processing. In the case where the mutual authentication processing is ended by an error, the microcontroller 702 con-
trols the system interface circuit 700 to report the error to the main processor 501 so that the processing is ended. On
the other hand, in the case where the mutual authentication processing is normally ended, data of a scrambled file is

directiy received by the SCSI corrtrol circuit 900 from the optical disk drive 509. and data descranrtoled by the descram-
ble circuit 705 is converted to an analog AV signal by the audioA/ideo decoder circuit 706 and output. By the procedure
described above, as in the case of the information reproducing device of the fiftin embodiment, AV data can be repro-
duced while preventing the copy operation which infringes copyright of data recorded in the information recording
medium of the present invention.

As described above, according to the information reproducing device 800 of this embodiment, in addition to tiie fea-

ture of the information reproducing device of the fiftfi embodiment, since the optical disk drive 509 arxi the SCSI control

circuit incorporated AV decoder card 801 directly receive and transmit commands and data, security against illegal

decrypting a mutual authentication system and key information, and the execution of an unjust copy operation can be
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enhanced.

Although the information recording medium to be reproduced has been described using the fourth embodiment of
the information recording medium according to the present invention, the same processing is possible for the third

embodiment of the information recording medium according to the present invention, as long as the encrypted title key
is replaced by the seed key, and the encrypted disk key is replaced by conversion table information of the scramble
information sector.

In this embodiment, an SCSI bus is used for the bus connected to the optical disk drive 509. However, the bus is

not limited thereto, and an interface such as an ATARI or an IEEE 1394 can be used, as long as reproduction data can
be transferred in accordance with a predetermined protocol.

(Seventh Embodiment)

Next, an information reproducing device 1000 according to the present invention will be described.
figure 19 is a block diagram showing the structure of the information reproducing device 1000 according to the

present invention. The information reproducing device 1 000 is an optical disk player The components of the information

reproducing device 1000 are the same as those of the information reproducing device shown in Figure 14 or the infor-

mation reproducing device shown in Figure 1 7. except for a program ROM 1 001. Therefore, the same components bear
the same reference numerals, and the description thereof is omitted. The description herein is based on the fourth

embodiment of the information recording medium.
At the time of the reset or disk insertion in the optical disk player 1000, the microcontroller 702 controls the data

reproduction circuit 606 and reads a scramble information sector of a lead-in area of the optical disk. An encrypted disk
key information read from the scramble information sector is transferred to the descramble circuit 705 and internally

retained.

On the other hand, in reproducing a scrambled file recorded in the optical disk 607, the microcontroller 702 controls

the data reproduction circuit 606. reads an encrypted title key from a sector header field of the scranWed file to be
reproduced, and transfers it to the descramble circuit 705. The descramble drcult 705 stores the received title key and
judges use identifying information. As a result of the determination, in the case reproduction is prohibited, the descram-
ble circuit 705 reports an error to the microcontroller 702. On the other hand. In the case where the descramble circuit

705 determines that reproduction is permitted, the data reproduction circuit 606 reads data of the scrambled file, and
transfers the read scrambled data to the descramble circuit 705. The descramble circuit 705 descrambles the scram-
bled data using a disk key and a title key previously stored, and transfers the result to the audio/video decoder circuit

706. The audioA^ideo decoder circuit 706 converts the received data to an analog AV signal and performs audioA^ideo
outputs.

In this manner, the optical disk player 1000 can descramble the scrambled data for reproduction. However, the opti-

cal disk player 1 000 is different from the fifth and the sixth embodiments of the information reproducing device of the
present invention in that it performs video reproduction without executing the mutual authentication processing. This is

because, since reproduced data is directly input to the audio/video decoder circuit 706 In this embodiment, a copy oper-
ation to otiier rewritable media such as a hard disk drive cannot be performed in the middle of the procedure, and thus
the mutual authentication processing Is not required. Therefore, in the structure of tills embodiment, without the com-
ponent which executes the mutual authentication processing, the copyright protection is possible. Furthermore, since
the optical disk player 1000 judges use identifying information at the time of reproduction, data whose reproduction is

prohibited for its use can be prevented from being reproduced.

Hereinafter, the further detailed structures and operations of a decoder authentication circuit 601, a drive authenti-

cation circuit 701 and a descramble circuit 705, which are used in the fifth and the sixth embodiments of the information
reproducing device of the present invention, will be described. The structure described below is a structure common to

the fifth embodiment, sixth embodiment and seventh embodiment
Rrst, the structure and the operation of the descramble circuit 705 with be described with reference to the accom-

panying drawing. The descramble circuit 705 highly depends on a scramble system, so that the structure in the case of
reproducing the tiilrd embodiment of tiie information recording medium of the present invention is differerrt from that in

the case of reproducing tiie fourth embodiments of the information recording medium. Therefore, in the following

description, tiie descramble circuit for reproducing the third embodiment of the Information recording medium of the
present invention will be described with reference to Figures 20 and 21. The descramble circuit for reproducing the
fourth embodiment of the infomiatlon recording medium of the present invention will be described with reference to Rg-
ures 22 and 23.

Rgure 20 is a block diagram showing tiie structure of the descramble circuit 1 1 06 for reproducing the third enixxJ-
iment of the information recording medium of the present invention. Hereinafter, each component will be described.
Reference numeral 1100 denotes an I/O control circuit for performing communication with the conto^ol bus 704. Refer-

ence numeral 1 101 denotes a selector for switching a block to which an output is directed (hereinafter, refenred to as a
targeted block for output), depending on the content of tiie input data. Reference numeral 1 102 denotes a use identify-
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ing circuit for determining whether or not reproduction is permitted, refen'ing to the use identifying information of a repro-

duction file. Reference numeral 1103 denotes a conversion table menxjry drcuit for storing a conversion table to

generate preset data for a random number generating circuit 1 104 from the seed key. Reference numeral 1 104 denotes
the random number generating drcuit for generating a random number based on preset data output from the conversion

table memory circuit 1103. Reference numeral 1105 denotes a main data descramble drcuit for performing descram-
ble-processing by performing a logical operation between the random number generated by the random number gen-
erating circuit 1 1 04 and scrambled data input from the selector 1101.

Next the operation of the desaamble circuit 1106 will be described.

First, in the case where a scramble information sector recorded in the lead-in area is to be read after the nmjtual

authentication processing is normally ended, a scramble information sector readout is set to tiie selector 1101 via the

I/O control circuit 1100, and the selector 1101 sets a targeted block for output to the conversion table memory circuit

1 1 03. Read data which is input is supplied to the conversion table memory circuit 1 1 03 via the selector 1 1 01 , and stored

as a conversion table for determining preset data which is to be used as an initial value for the random number gener-

ation.

On the other hand, at the time of reprodudng a scrambled file, mutual authentication processing is performed prior

to reproduction of data, and use identifying information in the sector header field received after normal end of the mutual
authentication processing is input to the use identifying circuit 1102. and the seed key is input to the conversion table

memory circuit 1103. The use identifying circuit 1102 intemally has information regarding tiie use identifying informa-

tion which is permitted to be reproduced, identifies whether or not the reproduction is permitted by comparing it with the
input use kientifiGatton information, and reports the I/O control circuit 1 100 and the main data descramble circuit 1105.
On the other hand, the conversion table memory circuit 1103 which receives the seed key outputs a preset data corre-

sponding to the seed key based on the received seed key to the random number generating circuit 1104. The random
number generating circuit 1104 generates a random number sequence based on the received preset data and outputs
it to the main data descramble circuit 1 105. Following the sector header field, when the main data of the scrambled sec-

tor is to be input a targeted block for output of the selector 1 101 is switched to the main data descramble circuit 1 105.

Thereafter, the main data descramble circuit 1105 executes descramble-processing by performing a logical operation
between the main data input from the selector 1101 and the random number sequence input from the random number
generating drcuit 1104, and outputs descrambled data to the audioA/ideo decoder circuit 706.

The operation described above will be explained in greater detail with reference to Figure 21 below.

Figure 21 is a flow chart explaining the content of the descramble-processing in the descramble circuit 1 1 06. in the
case where the tiiird embodiment of the information recording medium of the present invention is reproduced. Each
step will be described below.

(51200) : A targeted block for output of the selector 1101 is switched to tiie conversion table memory circuit 1103.
and a conversion table read from tiie scramble information sector of the lead-in area of the information recording

medium is stored in the conversion table memory 1103.

(51201) : A targeted block for output of tiie selector 1 1 01 is switched to the I/O control drcuit 1 1 00. and a scramble
flag in the sector header received prior to reproduction of the scrambled file is transmitted back to tiie microcontrol-

ler 702. The microcontroller 702 determines whether or not the scramble flag is 1, and transmits back tiie deter-

mined result to the I/O control circuit 1 100. When it is determined that the scramble flag is 1 , the procedure goes
to step (SI 202). When it is determined that tiie scranr±>le flag is 0, the procedure goes to step (SI 206) witii the func-

tion of the main data descramble circuit 1105 stopped.

(51202) : A targeted brfock for output of the selector 1101 is switched to the use identifying drcuit 1102, and use
identifying information in the sector header received prior to reproduction of the scrambled file is transferred. The
use identifying circuit 1102 determines whether or not reproduction of the file is permitted, by comparing the
received use identifying information with reproduction permission information internally retained. When it is deter-

mined tiiat reproduction is prohibited, tiie procedure goes to step (SI 203). When it is determined tfiat reproduction

is permitted , tiie procedure goes to step (SI 204).

(51203) : In the case where it is determined at the above processing step (S1202) tiiat reproduction of the fOe is

prohibited, an error is reported to the microconti-oller 702 via the I/O control circuit 1100 in this step, and the

processing is ended.

(51204) : A seed key read from the sector header of tiie scrambled file to be reproduced is input to the conversion
table memory circuit 1103. and preset data is generated from the seed key and the conversion table and output to

the random number generating drcuit 1104.
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(51205) : A targeted block for output of the selector 11 01 is switched to the main data descramble drcuit 1 1 05, and
main data of an input scrambled file is transferred to the main data descramble drcuit 1 1 05. On the other hand, the

random number generating drcuit 1104 generates a random number sequence based on preset data input from
the conversion table memory drcuit 1103 and outputs it to the main data descramble circuit 1105. The main data
desCTamble circuit 1 1 05 executes descramble-processing by performing a logical operation between the input main
data arxi the random number sequence.

(51206) : The main data descramble drcuit 1105 outputs descramWed data at the time of executing the descram-
bling. and outputs data input from the selector 1101 as it as when the descramble function is stopped, to the

audio/video decoder drcuit 706.

As described above, the desaamble circuit 1106 includes the use identifying circuit so that it is possible to selec-

tively reproduce a file having the use identifying information for which reproduction is prohibited and a file having the

use identifying information for which reproduction is permitted.

Furthermore, the descramble circuit 1106 internally includes the selector for separating a scramble identification

flag, so that it is possible to separate only a scramble flag so as to determine whether or not to perform descramWing.
Furthermore, since a conversion table for converting to preset data can be determined in a unit of disk, and a seed

key can be determined in a unit of file, it is possible reproduce the information recording medium having a scramble sys-

tem with security so high that reproduction cannot be made without both of the two data.

Figure 22 is a block diagram showing the structure of the descramble circuit 1308 for reproducing the fourth embod-
iment of the information recording medium of the present invention. Hereinafter, each component will be described.

Reference numeral 1300 denotes an I/O control circuit for performing communication with the control bus 704. Refer-

ence numeral 1301 denotes a selector for switching a targeted block for output, depending on the content of the input

data. Reference numeral 1302 denotes a disk key decrypting circuit for decrypting an encrypted disk key in the case
where the encrypted disk key is input Reference numeral 1 303 denotes a master key storage section for storing a mas-
ter key to be used for decrypting the encrypted disk key in a hardware manner. Reference numeral 1304 denotes a sec-
tor header decrypting drcuit for receiving a disk key decrypted by the disk key decrypting circuit 1302, and decrypting

the encrypted section in the sector header. Reference numeral 1305 denotes a CGMS checking circuit for confirming
conformity between an original CGMS data decrypted by the sector header decrypting circuit 1304 and media CGMS
data input from the selector. Reference numeral 1306 denotes a use identifying drcuit for receiving use identifying infor-

mation decrypted by the sector header decrypting circuit 1304 and determining whether or not reproduction is permit-

ted. Reference numeral 1307 denotes a main data scramble drcuit for descrambling main data input from the selector

1 301 based on the title key input from the sector header decrypting drcuit 1 304.

Hereinafter, the descramble circuit 1 308 will be described.

Rrst, in the case where a scramble information sector recorded in the lead-in area is read after the mutual authen-
tication processing is normally ended, a targeted block for output of the selector 1301 is set to the disk key decrypting
circuit 1302 via the I/O control circuit 1300. and input read data is Input to the disk key deaypting circuit 1302 via the
selector 1301 . The disk key decrypting circuit 1302 deaypts a disk key based on the master key input from the master
key storage section 1303, and the disk key is stored in the disk key decrypting drcuit 1302.

On the other hand, at the time of reprodudng a scrambled file, the mutual authentication processing is performed
prior to reproduction of data. When the mutual authentication processing is normally ended, the sector header of the
scrambled file to be reproduced is input to the selector 1301. The selector 1301 selects a targeted block for output
thereof for every content of the sector header, and outputs a scramble flag to the microcontroller 702 via the I/O corrtrol

circuit 1 300, outputs media CGMS data to the CGMS checking circuit 1 305, and outputs encrypted original CGMS data
and encrypted use identifying information and encrypted titie key (hereinafter, referred to as an encrypted sector header
in combination) to the sector header decrypting circuit 1304. The sector header decrypting circuit 1304 receives disk
key from the disk key decrypting circuit 1 302. decrypts the encrypted sector header based on the disk key. and outputs
the original CGMS data to the CGMS checking drcuit 1305, outputs use identifying information to the use identifying

circuit 1306, and outputs tiie title key to the main data descranr*)le circuit 1307. The CGMS checking circuit 1305
receives media CGMS data input from the selector 1 301 and the original CGMS input from the sector header decrypt-
ing circuit 1304, and determines whether or not the value indicates that reproduction is permitted. At this time, criteria

of the determination of the CGMS checking drcuit 1305 are shown in (Table 2). (The meanings represented by the
media CGMS data and the original CGMS data are consistent with the explanation of the fourth embodiment of the
information recording medium of the present invention.)
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Table 2

ivicuiuiii luci luiiuauuii iiiiuiiiici

tion

unginai idfvjuvio aata CGMS determination

information

1 (Reproduction only medium) 00 00 1

01/10/11 0

01 00/01/10/11 0

10 00/01/11 0

10 1

11 00/01/10 0

11 1

0 (Rewritable medium) 00 00 1

00/10/11 0

01/10 00/01/10/11 0

11 10 1

00/01/11 0

In Table 2, in the case where the CGMS determination information represents 1 , the CGMS checking circuit reports
to the main data descramble drcuit 1307 and the microcontroller 702 that reproduction is possible. On the other hand,
in the case where the CGMS determination information represents 0. which is an inappropriate value indicating that ille-

gal copying or the like is possibly made, the CGMS checking circuit reports an error to the main data descramble circuit

1307 and the microcontroller 702. For example, in Table 2, in the case where the medium identification information is 0
indicating a rewritable medium, the media CGMS data is 1 1 showing copy prohibited, and the original CGMS data is 1

0

showing one copying permitted, it is believed that a file which is permitted to be copied only once has been already cop-
ied once to a rewritable medium, so that only the media CGMS data becomes 1 1 . and the file is changed to be prohib-

ited from being copied. Therefore, the output is 1 meaning that reproduction is permitted. On the other hand, if the file

which is permitted to be copied once is illegally copied, both of the media CGMS data and the original CGMS data
become 10 meaning that only one copying is permitted. Therefore, the CGMS determination information is 0 meaning
that reproduction is prohibited. On the other hand, the use identifying circuit 1306 internally includes use identifying

information for which reproduction is permitted, and determines whether or not the scrambled file is to be used for

something whose reproduction is permitted, by comparing the information with the use identifying information input

from the sector header decrypting circuit 1304. In the case of the use identifying information for which reproduction is

not permitted, an error is reported to the microcontroller 702 and the main data descramble circuit 1307. In the case
where tiie data of tiie scrambled file is to be reproduced, a targeted block for output of tiie selector 1301 is switched to

the main data descramble circuit 1307, and read data which is input is transferred to the main data descramble circuit

1307. The main data descramble circuit 1 307 receives tiie titie key from the sector header decrypting circuit 1 304 and
performs descramble-processing of the scrambled data based on the received titie key to output to the audio/zideo
decoder circuit 706.

As described above, the descramble circuit 1308 decrypts tiie encrypted disk key and the encrypted titie key. per-
forms descramble-processing for the main data when the titie key indicates that reproduction is permitted, and outputs
scrambled dgital AV data to the audio/video decoder circuit 706.

Next, the operation of reproduction processing of the scrambled file in the descramble circuit 1308 will be described
witti reference to the flow chart shown in Figure 23. Processing content at each step is shown below.

(51 400) : In the case where the encrypted disk key information in the lead-in area is input to the read data, a tar-

geted block for output of the selector 1 301 is set to the disk key decrypting circuit 1 302, arxJ the encrypted disk key
is transfened to the disk key decrypting circuit 1302. The disk key decrypting circuit 1302 receives a master key
from the master key storage section 1 303, and decrypts the encrypted disk key and outputs the decrypted disk key
to the sector header decrypting circuit 1304.

(51401) : The selector 1301 separates a scramble flag from the sector header of the scrambled file read prior to
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reproduction, and transfers it to the microcontroller 702 via the I/O control circuit 1300. The microcontroller 702
determines whether or not the scramble flag is 1. When the determined result is 1. the procedure goes to step
(S1402). When the determined result is not 1. the procedure goes to step (31407).

(51402) : The selector 1301 separates an encrypted sector header from the sector header of the scrambled file

read prior to reproduction, and transfers it to the sector header decrypting circuit 1 304. The sector header decrypt-

ing circuit 1304 decrypts the received encrypted sector header based on a disk key previously received from the
disk key decrypting circuit 1 302, separates it by its content, and outputs original CGMS data to the CGMS checking
circuit 1305. outputs the use identifying information to the use identifying circuit 1306, and outputs the title key to

the main data descramWe circuit 1307.

(51403) : The CGMS checking circuit 1305 outputs CGMS determination information in accordance with Table 2
from medium identifying information received from the microcontroller 702, media CMGS data received from the
selector 1301 and original CGMS data received from the sector header decrypting circuit 1304. In Table 2. in the
case where CGMS determination information is 1 , the CGMS checking circuit reports to the I/O control circuit 1300
and the main data descramble circuit 1 307 that it is a normal CGMS control information.

(51404) : In the case where the CGMS determined result is 0. the CGMS checking circuit 1305 reports an en-or to

the I/O control circuit 1300 and the main data descramble circuit 1307. In the case where the use identifying infor-

mation indicates that reproduction is prohibited for its use, the use identifying circuit 1306 reports an error to the I/O

control circuit 1300 and the main data descran*le circuit 1307. Thus, the reproduction processing is ended.

(51405) : The use identifying circuit 1306 determines the use identifying information received from the sector
header decrypting circuit 1304, and in the case where reproduction is permitted, the use identifying circuit 1306
reports to the I/O control circuit 1300 and the main data descramble circuit 1307 that the file is one whose repro-

duction is permitted.

(51406) : When the selector 1301 receives the main data of a scrambled file as readout data, the main data
desaamble circuit 1307 is set as a targeted block for output thereof, and the main data is transfen*ed thereto. The
main data descramble circuit 1307 executes descramble-processing of the input main data, based on tiie title key
received from the sector header decrypting circuit 1304.

(51407) : In the case where the main data descramble circuit 1307 has executed the descramble-processing, the
desaambled main data is output to the audio/video decoder circuit 706. In the case where the main data descram-
ble circuit 1307 has not executed the descramble-processing, the data input from the selector 1301 is output as it

as to the audio/video decoder circuit 706.

As described above, the descramble circuit 1308 includes the use identifying circuit so tiiat it Is possible to selec-
tively reproduce a file having the use identifying information for which reproduction is prohibited and a file having the
use identifying information for which reproduction is permitted.

Furthermore, the descramble circuit 1308 internally includes the selector for separating a scramble identification

flag, so tiiat it is possible to separate only a scramble flag so as to determine whether or not to perform descramWing.
Furthermore, even for a disk of high security, which is hierarchically encrypted/scrambled, such as the fourth

embodiment of the information recording medium of the present invention, by allowing the disk key decrypting circuit,

the sector header decrypting circuit, the main data descramble circuit to operate in association with each other, the pro-
cedure can be the same as that when descrambling is not performed.

Furthermore, the descramble circuit includes the CGMS checking circuit 1 305, so that illegally copied data can be
detected, thus making it possible to prevent the illegally copied data from being reproduced. Furthemiore. the descram-
ble circuit has a mechanism which protects copyright of tine information recording medium recorded a software which
allows for corrtrol the generation of copying, namely, how many times data is copied, and permits only a predetermined
number of copying operations.

Rgure 24 is a block diagram showing the detailed structure of the decoder authentication circuit 601 in the optical

disk drive 509. Hereinafter, each component will be described. Reference numeral 1500 denotes an I/O control circuit

for controlling input and output so as to perform communication with the microcontroller 602. Reference numeral 1501
denotes a random number generating circuit for generating a random number, based on a time variable key input from
the I/O control circuit 1 500. Reference numeral 1 502 denotes a function lk(R1) generating circuit for determining a func-
tion fk by a first input (represented by k in Figure 24) for determining the function, and calculating a function value
fk{R1) from the second input (represented by R1 in Figure 24), which is an argument of the function fk, and outputting
the function value fk(R1). Similarly, reference numeral 1503 denotes a function gk(R2) generating and comparing cir-
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cuit for calculating a function value gk(R2) from k and R2 and outputting the function value gk(R2), and comparing it

with decoder response data input from the I/O control circuit 1500. Reference numeral 1504 denotes a bus key gener-
ating circuit for generating a bus key, based on two function values output from the function gk(R2) generating and com-
paring circuit 1503 and the function fk{R1) generating circuit 1502. Reference numeral 1505 denotes a bus encrypting

circuit for encrypting data output from the data reproducing circuit 606 in accordance with a bus key output from the bus
key generating circuit 1 504.

Hereinafter, the operation of the decoder authentication drcuit 601 will be described.

At the time of reset and disk replacement for the optical disk drive 509, the microcontroller 602 previously sets a
mutual authentication key k read from the sector header in the scramble information sector in the lead-in area of the
disk to the function fk(R1) generating circuit 1502 and the function gk(R2) generating and comparing circuit 1503 via

the I/O control circuit 1500.

The function fk(R1 ) generating circuit 1 502 internally retains the mutual autiientication key k. and tiiereafter calcu-

lates a function fk(R1) when a random number value R1 is input at the time of mutual authentication processing, and
outputs the function fk{R1) to the bus key generating circuit 1504 and the I/O control drcuit 1500.

The bus key generating circuit 1504 internally stores the input function fk(R1). Subsequentiy, in the case where a
time variable key for generating a random number is input from the microcontroller 602 via the I/O control circuit 1500.
the random number generating circuit 1501 generates a random number R2 based on the time variable key and b-ans-

mits back it to the I/O control circuit 1500, and outputs it to the function gk(R2) generating and comparing circuit 1503.
The function gk(R2) generating and comparing circuit 1503 which has received the random number R2 calculates

the function value gk(R2) from the mutijal authentication key k previously retained arid the random number R2, and
internally retains it. Furthermore, the function gk(R2) generating and comparing circuit 1503 receives decoder
response data from tiie I/O control circuit 1500, and compares it with internally calculated function gk(R2]. As a result

of the comparison, in the case where the value of gk(R2) and tiie decoder response data are not matched, the function
gk(R2) generating and comparing circuit 1503 reports that an error occurs in the mutual authentication processing to

the microcontroller 602 via the I/O control circuit 1500. In ttie case where the mutual authentication processing fails, the
processing following the mutual authentication processing such as transfer of the encrypted disk key and tiie encrypted
titie key or tiie like are cancelled.

On the other hand, in tiie case where the two values, gk(R2) and the decoder response data, are matched, it is

determined tiiat the mutual authentication processing is normally ended, and the function value gk(R2) is output to the
bus key generating circuit 1504. At this time, only in the case where the function values fk(R1) and gk(R2) are normally
input, tiie bus key generating circuit 1 504 generates a bus key based on the two function values fk{R1 ) and gk(R2). and
outputs the bus key to the bus encrypting circuit 1 505.

The bus encrypting circuit 1505 receives a control signal for switching nrxxle (hereinafter, referred to as a mode
control signal) from tiie microconb-oller 602 via the I/O corrtrol circuit 1500. When the mode is a disk key reproduction
mode or a titie key reproduction mode, the bus encrypting drcuit 1505 performs a predetermined encrypting to an
encrypted disk key or an encrypted titie key input from tiie data reproducing circuit 606, based on a previously input bus
key, and then outputs the result to the SCSI control circuit 600.

On the other hand, after supplying out the encrypted title key, in the case where an actual file data is to be supplied
out, the mode control signal is switched to the data reproduction mode, and the bus encrypting circuit 1 505 outputs tiie

data output from the data reproducing drcuit 606 to the SCSI control drcuit 600 without encrypting.

As described above, tiie decoder autiientication circuit 601 calculates a function value determined by the mutijal

authentication key in the mutual authentication processing, and only in tiie case where the function value is matched
witfi the function value supplied from tiie decoder, the mutual autiientication processing is normally ended. Further-

more, in the reproduction operation, at the time of transfer of the encrypted disk key and the encrypted titie key, key
information which is further encrypted using tiie bus key generated in the mutual authentication processing is supplied
out.

Next the stiojcture of the operation of the drive authentication drcuit 701 on the AV decoder card 507 and the SCSI
control circuit incorporated AV decoder card 801 will be described witii reference to the accompanying drawings.

Figure 25 is a block diagram showing the structure of tiie drive authentication circuit 701 . Hereinafter, each compo-
nent will be described. Reference numeral 1600 denotes an I/O control circuit for receiving and ti-ansmitting a control

signal from and to the microconti-oller 702. Reference numeral 1601 denotes a random number generating circuit for

receiving a time variable key from tiie I/O control circuit 1600 so as to generate a random nunnber R1 and transmitting

back it to the I/O control drcuit 1600 and outputting it to a function fk(R1) generating and comparing circuit 1603. Ref-
erence numeral 1602 denotes a function gk(R2) generating circuit for calculating a function gk(R2) based on a constant
k input from the function fk(R1) generating and comparing circuit 1603 and the random number R2 input from tiie I/O

conti-ol drcuit 1 600. Reference numeral 1 603 denotes a function fk(R1 ) generating and comparing circuit for calculating

a function value fk(R1) witii respect to k which is 1 to n, based on R1 input from the random number generating circuit

1601 and comparing it with drive response data input from tiie I/O conti-ol circuit 1600. Reference numeral 1604
denotes a bus key generating circuit for generating a bus key from a function value output from the function gk(R2) gen-
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erating drcurt 1602 and a function value output from the function fk(R1] generating ar»d comparing circuit 1603. Refer-

ence numeral 1605 denotes a bus decrypting circuit for decrypting data by a bus key output from the bus key generating
circuit 1604.

Next, the operation of the drive authentication circuit 701 will be described.

Rrst. at the start of the mutual authentication processing, the drive authentication circuit 701 receives a time vari-

able key for a random number generation from the microcontroller 702 via the I/O control circuit 1600, and the random
nurri^er is generated by the random number generating circuit 1601

.

The random number generating circuit 1601 outputs the generated random number R1 to the function fk{R1) gen-
erating and comparing circuit 1603 and the microcontroller 702. Thereafter, the function fk(R1) generating and compar-
ing circuit 1603 receives drive response data from the microcontroller 702. and calculates functions f1(R1), f2(R2),

f3(R3) • • • using the random value R1 internally retained as an argument, and obtains k which allows the drive

response data to be matched with fk(R1). At this time, in the case where k which allows matching with the drive

response data is not obtained despite the calculation for all of the retained functions, the function fk(R1) generating and
comparing circuit 1603 transmits back an error to the microcontroller 702 via the I/O control circuit 1600 as an authen-
tication result.

On the other hand, in the case where k which allows the drive response data to be matched with fk(R1 ) is obtained,

the function fk(R1) generating and comparing drcuit 1603 transmits back a nornnal end to the microcontroller 702 as
an authentication result, and outputs k to the function gk(R2) generating circuit 1602 and outputs the function value
fk{R1) to the bus key generating circuit 1604. In the case where the value of k is normally found out, the drive authen-
tication circuit 701 subsequently receives the random number R2 from the microcontroller 702, and inputs it to the func-

tion gk(R2) generating circuit 1 602. The function gk(R2) generating circuit 1 602 calculates the function gk(R2) from the
value k previously received from the function fk(R1) generating circuit 1603 and the input random number R2, and out-

puts the obtained function value to the microcontroller 702 and the bus key generating circuit 1604.
The bus key generating circuit 1604 generates a bus key based on the previously received function values fk(R1)

and gk(R2}. and outputs the bus key to the bus decrypting circuit 1 605. On the other hand, in the case where the func-

tion value gk(R2) supplied to the microcontroller 702 is normally authenticated by the optical disk drive 509, the micro-
controller 702 switches the mode control signal, and switches the mode of the bus decrypting circuit 1605 to the disk

key reproduction mode or the titie key reproduction mode, so that the bus decrypting circuit is ready to be used for

decrypting processing.

At tiiis time, data (encrypted disk key or encrypted title key) input from the SCSI control circuit 900 or the system
interface drcuit 700 is decrypted by the txjs key previously retained in the bus decrypting drcuit 1605. However, it is

only the bus code that decrypted by the bus decrypting circuit 1605, and the encrypted disk key encrypted by the mas-
ter key and the encrypted titie key encrypted by the disk key are output as enaypted they are to the descramble circuit

705.

Thereafter, when reproduction data of a scrambled file is input from the SCSI control circuit 900 or the system inter-

face circuit 700. the bus decrypting circuit 1605 is switched to the data reproduction mode by the mode control signal

from the microcontroller 702, and transfers data to the descramble circuit 705 as it is without performing decrypting
processing with tiie bus key.

As described above, the drive autiientication circuit 701 calculates a plurality of function values from the internally

generated random number, and authenticates the drive by the matching of the drive response data with either one of
the pluralrty function values. On the contrary, by receiving the random number and calculating the internal function val-

ues to transmit bacK the drive authentication circuit is autiienticated by the optical disk drive 509. In tiiis manner, the
mutual authentication processing is performed.

Furthermore, for the reproduction operation, at the time of receiving the encrypted disk key and the encrypted title

key, decrypting processing is performed using the bus key generated In tiie mutual authentication processing.

Next, the protocol of the mutual authentication processing executed in the fiftii and the sixth embodiments of the
information reproducing device of the present invention will be described with reference to the accompanying drawings.

Rgure 26 is a flow chart for explaining the mutual authentication processing between the optical disk drive 509 and
the AV decoder card 507 or the SCSI control circuit incorporated AV decoder card 801

.

The mutual authentication processing is executed as necessary, such as at the time of reset of the apparatus and
disk replacement, and when a file to be read is confirmed to be a scrambled file by the file managing information. Each
step of processing will be desaibed below. Hereinafter, the AV decoder card 507 or the SCSI control circuit incorpo-
rated AV decoder card 801 are simply referred to as an AV decoder. Furthermore, hereinafter, a command on the SCSI
protocol is referred to as a device commarxi.

(51700) : The AV decoder generates a random number R1 based on a time variable key which is variable over time
generated using a timer or the like.

(51701) : The optical disk drive receives the random number R1 generated by the AV decoder, by a device com-
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mand "SEND RV. At this time, when the optical disk drive has not stored a mutual authentication key k of the

nnounted disk yet. readout ot the mutual authentication key from the sector header fieW of the scramble information

sector in the lead-in area is executed.

(S1702): In the case where the optical disk drive detects an en'or during the procedure of step (SI 701) and the
en-or is reported, the procedure goes to step (31713). When the step (SI 701) is normally ended, the procedure
goes to step (Si 703).

(SI 703): The optical disk drive receives a device command "REPORT fk(R1 )**. calculates a function fk(R1 ) based
on the previously received random value R1 and a value of the mutual authentication key k read from the disk, and
transmits the calculated result back to the AV decoder. In the processing described above, in the case where an
error occurs, the optical disk drive reports the error as a result of the command processing.

(51 704) : When an error occurs during the device command "REPORT fk(RI)'' processing, and the command
processing result is an error, the procedure goes to step (SI 713). When the processing result is a normal end, the

procedure goes to step (SI 705).

(51705) : The AV decoder calculates a function value fi(R1 ) with respect to i (i is a positive integer) from 1 to n (n is

a positive integer), using the internally retained function value generating circuit, and compares the calculated
value of fi(R1) with the value of fk(Rl) transmitted from the optical disk drive in (SI 703). When the AV decoder
detects the value of i which allows for fi(R1) « fk(R1) , the AV decoder internally retains the value.

(51706) : In the processing step (SI 705), in the case where the AV decoder cannot detect the value of I which
allows for fi(R1) = fk(R1) , the procedure goes to step (SI 713). In the case where the AV decoder detects the
value, the procedure goes to step (SI 707).

(51707) : The optical disk drive receives a device command. "REPORT R2'' command, and generates a random
number based on a time variable key which is variable over time in the internal random number generating mech-
anism and transfers the random number to the AV decoder. !n this step, in the case where the optical disk drive

detects an error, the error is reported.

(51708) : In the step (S1707), in the process of executing the "REPORT R2" command, in the case where an error

occurs, the procedure goes to step {S1713). In the case where the step is normally ended, the procedure goes to

step (SI 709).

{S1709): In the step (SI 708), the AV decoder which has received the random R2 which the optical disk drive gen-
erates by the "REPORT R2" command calculates a function value gk(R2) based on a constant k (= i) already
stored in step (SI 705) and the random value R2 received from the optical disk drive in step (S1707).

(51710) : TTie AV decoder which has calculated the function value gk(R2) executes a device command. "SEND
gk(R2)'* command, and transfers the function value calculated in the step (SI 709) to the optical disk drive. The opti-

cal disk drive which has received the function value gk(R2) calculates gk(R2) using the mutual authentication key
k and the random number R2 in the function calculating circuit included therein. TTiereafter, the optica! disk drive

compares the function value gk(R2) received from the AV decoder and the gk(R2) calculated by the internal calcu-
lating circuit, in the case where the two values are matched, a normal end is reported as the processing result. On
the other hand, in the case where an error occurs during tfie command processing, or in the case where the
received function value is not matched with the internally calculated function value, an en'or is reported as the com-
mand processing result.

(51 71 1) : In the step (SI 710), when the command processing result is an error, the procedure goes to step (SI 713).

When the command processing result is a normal end, the procedure goes to step (SI 71 2).

(31712): The AV decoder generates a bus key BK using the internally retained bus key generating circuit based
on the two function values fk(R1) and gk(R2) acquired in the mutual authentication processing. Similarly, the opti-

cal disk drive also generates a bus key BK using the internally retained bus key generating circuit, based on the
two function values acquired in the mutual authentication processing. (Herein, the bus keys BK generated by the
optical disk drive and the AV decoder in the mutual authentication processing are identical.)

(SI 71 3): In the case where an error occurs during the execution of the device command, the error is reported and
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the mutual authentication processing is cancelled in this step.

By performing the mutual authentication processing in the manner as described above, key information can be
transferred after the optical disk drive confirms that the data is not to be transferred to an apparatus which performs ille-

gal copying. TTius, there is an effect of concealing the key information for performing descrambling. Therefore, an effect

of preventing the scramble system from being illegally decrypted can be provided.

Furthermore, since it is possible to perform decrypting of key information and descrambling of data after confirming
that the apparatus from which the AV decoder receives data does not transfer illegally copied data, an effect of prevent-

ing illegally copied data from being reproduced can be provided.

Furthermore, since a different bus key for every mutual authentication processing is generated, effects of prevent-

ing the key information from being illegally read and preventing the encrypting/scrambling system from being illegally

decrypted can be provided.

Furtiiermore, since different functions are used between in the case where the optical disk drive authenticates the
AV decoder in the mutual authentication and in tiie case where the AV decoder authenticates tiie optical disk drive, the
security against the act of decrypting the mutual authentication operation system for the purpose of illegally executing
the mutual autiientication operation is high.

Furthermore, in the mutual authentication processing, since time variable keys generated by each of the optical

disk drive and the AV decoder are used, different random number values are generated every time tiie mutijal authen-
tication processing is executed, different function values are transferred, and different bus keys are generated. There-
fore, the security against the act of decrypting the mutual authentication operation system for the purpose of illegally

executing the mutual authentication operation is high.

Furthermore, by using the mutual authentication key recorded on the information recording medium for the mutual
authentication processing, the security against the act of decrypting the mutual authentication operation system for the
purpose of illegally executing the mutual autiientication operation is high.

Although the fourth embodiment of the information recording medium of the present invention has been described
above as an example, the third emtxxjiment of the information recording medium of the present invention can be proc-
essed in the same manner.

INDUSTRIAL APPLICABILITY

The information recording medium of the present invention includes a lead-in area and a data recording area.
Scrambled data recorded in the data recording area is descrambled based on the key information recorded in the lead-

in area. Thus, by recording the key information in the lead-in area, security is enhanced. This is because the drive

device of the infonnation recording medium can directiy access the lead-in area, while devices other tiian the drive

device (e.g., a personal computer) cannot directly access the lead-in area. Furthermore, by recording the key informa-
tion in the lead-in area, it is unnecessary to provide readout means dedicated to reading the key information.

Anotiier information recording mediums of the present invention includes the lead-in area and the data recording
area. Scrambled data is descrambled based on tfie first key information recorded in the lead-in area and the second
key information recorded in the data recording area. Thus, since the key information for descrambling is doubled, secu-
rity is enhanced.

According to the information reproducing device of the present invention, the mutual authentication processing is

performed before the scrambled data is transmitted to the decoding device. By the mutual authentication processing,
two components mutually confirms that the other is normal. Thus, security is enhanced.

According to the information reproducing device of the present invention, the mutual authentication processing is

performed between tfie reading device and the decoding device. When the mutual authentication processing is nor-

mally ended, tiie bus key information common to the reading device and the decoding device is generated, and key
information encrypted by the bus key information is transmitted from the reading device to the decoding device. In this

manner, after the mutual authentication processing is performed, the common bus key is further used, so that it is mutu-
ally confirmed that the other is normal. Thus, security is enhanced.

Claims

1
. An information recording medium comprising a lead-in area and a data recording area, wherein

key information is recorded in the lead-in area.

scrambled data is recorcled in the data recording area, and
the scrambled data is descrambled based on the key information.

2. An information recording medium comprising a leadnn area and a data recording area, wherein
first key information is recorded in the lead-in area.
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second key information and scrambled data are recorded in the data recording area, and
the scrambled data is descrambled based on information obtained by converting the second key information

based on the first key information.

3. An information recording medium according to claim 2. wherein the data recording area is divided into a plurality of

sectors, each of the plurality of sectors Including a sector header field where information for identifying the sector

is recorded and a main data field where the scrambled data is recorded, and the second key information is recorded
in the sector header field.

4. An information recording medium according to claim 2. wherein the second key information is encrypted by the first

key information, and the information is obtained by decrypting the encrypted second key information.

5. An information recording medium according to claim 4, wherein the first key information is encrypted by master key
information.

6. An information recording medium according to daim 4, wherein a plurality of first key information is recorded in the
lead-in area, and the plurality of first key information are encrypted by a plurality of different master key information.

7. An information recording medium according to claim 2, wherein a scramble flag for indicating whether or not data
recorded in the data recording area is scrambled is further recorded in the information recording medium.

8. An information recording medium according to claim 7, wherein the data recording area is divided into a plurality of

sectors, each of the plurality of sectors including a sector header field where information for identifying the sector
is recorded and a main data field where the scrambled data is recorded, and the scramble flag is recorded In the

sector header field.

9. An information recording medium according to claim 7. wherein the data recording area includes an area where a
plurality of files are recorded and a file management area where information for managing the plurality of files is

recorded, and the scramble flag is recorded in the file management area

10. An information recording medium according to claim 2, wherein mutual authentication key information for perform-
ing mutual authentication between a reading device for reading the scrambled data and a decoding device includ-

ing a descramble circuit for descramWing the scrambled data is further recorded in the lead-in area.

11. An information recording medium according to claim 2, wherein the information is an initial value for generating a
random number sequence, and the scrambled data is descrambled by performing a logical operation to the random
number sequence.

12. An information recording medium according to claim 2, wherein the data recording area is divided into a plurality of

sectors, each of the plurality of sectors including a sector header field where information for identifying the sector
is recorded and a main data field where the scrambled data is recorded, and information for identifying use of the
information recording medium is recorded in the sector header field.

13. An information reproducing device comprising:

a reading circuit for reading scrambled data and key information to be used for descrambling the scrambled
data from an information recording medium; and
an authentication circuit for authenticating to transmit information corresponding to the key information to the

decoding device before transmitting the scrambled data to the decoding device including a descrani)Ie circuit

for descrambling the scrambled data.

14. An information reproducing device according to claim 13,

wherein the information recording medium includes a lead-in area and a data recording area, and
the key information includes first key information recorded in the lead-in area and second key information

recorded in the data recording area.

15. An information reproducing device comprising:

an authentication circuit for authenticating to receive information corresponding to key information from a read-
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ing device before receiving saambled data from the reading device for reading the scrambled data and the key
information to be used for descrambling the scrambled data from an information recording medium; and

a descramble circuit for descrambling the scrambled data received from the reading device.

16. An information reproducing device according to daim 15,

wherein the information recording medium includes a lead-in area and a data recording area, and
the key information includes first key Information recorded in the lead-in area and second key information

recorded in the data recording area.

17. An information reproducing device according to claim 16. wherein the descramble circuit descrambles the scram-
bled data based on information obtained by converting the second key information based on the first key informa-

tion.

18. An information reproducing device comprising:

a reading circuit for reading scrambled data and key information to be used for descrambling the scrambled
data from an information recording medium;
a decoding section including a descramble circuit for descrambling the scrambled data; and
an authentication circuit for authenticating to transmit infornnation corresponding to the key infornnation to the
decoding section before transmitting the scrambled data to the decoding section.

19. An information reproducing device according to claim 18, wherein the information recording medium includes a
lead-in area and a data recorcfing area, and

the key information includes first key information recorded in the lead-in area and second key information

recorded in the data recording area.

20. An information reproducing device according to claim 19. wherein tiie descramble circuit descrambles the scram-
bled data based on information obtained by converting the second key information based on the first key informa-
tion.

21 . An information reproducing device according to claim 1 8, wherein a scramble flag for indicating whether or not data
recorded in the data recording area is scrambled is further recorded in the information recording medium,

the information reproducing device further comprising a control circuit for controlling whether or not the
autiientication circuit is to be activated depending on the scramble flag.

22. An information reproducing device according to claim 1 8, wherein authentication by the authentication circuit is per-
formed by using a predetermined function.

23. An information reproducing device according to any one of claims 13, 15 and 18, wherein authentication by the

authentication circuit is performed by using information changing over time.

24. An information reproducing device according to claim 19, wherein the authentication circuit generates bus key infor-

mation in the case where authentication processing is normally ended, and encrypts the first key information and
the second key information using the bus key information.

25. An information reproducing device according to claim 24, wherein the authentication circuit decrypts the encrypted
first key information and the encrypted second key information using the bus key information.

26. An information reproduction method for reproducing scrambled data using a reading device for reading scrambled
data and the key information to be used for descrambling the scrambled data from an information recording
medium and a decoding device including a desaamble circuit for descrambling the scrambled data, the method
comprising the steps of:

performing mutual authentication processing between the reading device and the decoding device;

generating bus key Information common to the reading device and the decoding device in the case where the
mutual authentication processing is normally ended between the reading device and tine decoding device;

encrypting the key information in accordance with tfie bus key information; and
transmitting tiie encrypted key information from the reading device to the decoding device.
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